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[bookmark: _Toc466559290][bookmark: _Toc68720318] Introduction
[bookmark: _Toc466559291][bookmark: _Toc68720319]Overview
This document provides test cases for AI mobile device, including XX, 
The technical requirements of AI mobile device are refer to GSMA PRD TS.47 AI Mobile Device Specification, Version 1.0.
[bookmark: _Toc466559292][bookmark: _Toc68720320]Scope
The scope of this specification is XX. 
[bookmark: _Toc68720321]Definition
	[bookmark: _Toc327548202][bookmark: _Toc327548002][bookmark: _Toc327447334][bookmark: _Toc466559295]Term 
	Description

	AI Mobile Device
	Refer to the definition of AI Mobile Device in TS.47 AI Mobile Device Specification [1]. 

	
	

	
	


[bookmark: _Toc68720322]Abbreviations
	Term 
	Description

	AI
	Artificial Intelligence

	DUT
	Device Under Test

	SDO
	Standard Developing Organisations 

	TOPS
	Tera Operations Per Second

	TOPS/w
	Tera Operations Per Second / Per Watt


[bookmark: _Toc466559296][bookmark: _Toc68720323]References
Requirements shall be based on the exact versions as indicated below. However if the manufacturers use a later release and/or version this should be indicated. The GSMA will take efforts to continually align with other SDOs for timely information about release plans.

	Ref
	Doc Number
	Title

	[bookmark: _Ref15435544][bookmark: _Ref465150107]
	GSMA PRD TS.47
	AI Mobile Device Specification, Version 1.0, September 2019

	[bookmark: _Ref465150124]
	
	

	
	
	

	
	
	


[bookmark: _Toc2710559][bookmark: _Toc11071583][bookmark: _Toc16506724][bookmark: _Toc68720324]Modal verbs terminology
The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in RFC 2119 [1] (RFC8174) [18] when, and only when, they appear in all capitals, as shown here.
[bookmark: _Toc327548005][bookmark: _Toc327548205][bookmark: _Toc15533124][bookmark: _Toc68720325][bookmark: _Toc327548213][bookmark: _Toc327548013][bookmark: _Toc209948274][bookmark: _Ref329687100][bookmark: _Toc466559343]Hardware Requirements
1. [bookmark: _Toc15533125][bookmark: _Toc68720326]Hardware performance
[bookmark: _Toc68720327][bookmark: _Toc15533126]The technical test frame for TOPS and TOPS/w 
 [image: ]
[bookmark: _Toc68720328]The validation test frame ( To be updated )
[bookmark: _Toc68720329]Prerequisites 
	Preparations
	Description
	Provider

	Reference Model
	VGG16_notop, i.e. VGG16 without last three fully connected layers, in FP32 format.
	Third party or China Telecom
(for discussion)

	Test Model
	Quantified reference model in INT8 or FLOAT16 format.
	Third party or China Telecom

	Technical Documents 
	Instructions for
1. SDK, API 
2. Model conversion tool
	Chip vendors

	Model Conversion Tool
	Tools for reference model quantization. The resulting test model can be supported by DUT.
	Chip vendors

	Test Dataset
	1000 images of size 224*224*3. 
	Third party self-build or China Telecom or use opensource dataset ImageNet

	DUT
	Vesion is not required.
	Chip vendors

	Test Software
	Scripts to run the test model and measure TOPS. 
	Third party or China Telecom

	Validation Script
	Scripts to compare the DUT output with reference output.
	China Telecom

	Reference Output
	Output from the reference model using the same test dataset on PC.
	Third party or China Telecom


[bookmark: _Toc68720330]TOPS and TOPS/watt measurement
Description
AI Mobile Device hardware shall have minimum performance as specified in [1].
Applicability
DUT classified as an AI Mobile Device
TOPS= (2 ∗ MACs)/ average inference time of single image in second=(2 ∗ MACs)/(inference time/total number of images)
TOPS/watt=TOPS/ average power consumption of single picture=TOPS/(voltage*(average current- background average current))
Related core specifications
TS.47_3.1_REQ_001 (int8 TOPS)
TS.47_3.1_REQ_002 (float16 TOPS)
TS.47_3.1_REQ_003 (int8 TOPS/watt)
TS.47_3.1_REQ_004 (float16 TOPS/watt)
Reason for test
To verify that AI Mobile Device meets the minimum hardware performance requirements.
Initial configuration
DUT is loaded with test software and test model for int8 and float16 TOPS, TOPS/watt measurement.
DUT is Switched OFF.
Power meter is Switched OFF.
PC is installed with Python3.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on and adjust the screen brightness to the lowest level. Turn on the flight mode.

	DUT is in IDLE mode.
Note: The DUT running status should be consistent at the beginning of each test.

	2
	Switch power meter on and connect it to DUT, measure the average background current and record the voltage.
	Connection is set up and the values of average background current and voltage are obtained.

	3
	Load the test dataset and preprocess it.
	Test dataset is loaded and preprocessed.

	4
	Process the preprocessed datatest with int8 VGG16_notop test model on DUT, record the inference time and the average inference current.
	Test output is obtained. The inference time and average inference current value are recorded.

	5
	Run the validation script on PC to compare the test output with reference output.
	The test output pass the verification. But if failed, the test should be terminated. 

	6
	Calculate int8 TOPS, compare the result with the value specified in the requirement TS.47_3.1_REQ_001.
	The int8 TOPS result meets requirement TS.47_3.1_REQ_001.

	7
	Calculate int8 TOPS/watt, compare the result with the value specified in the requirement TS.47_3.1_REQ_003.
	The int8 TOPS/watt result meets requirement TS.47_3.1_REQ_003.

	8
	Change the test model to float16 VGG16_notop, repeat step 1 to 7 for float16 TOPS and float 16 TOPS/watt measurement.
	The float16 TOPS result meets requirement TS.47_3.1_REQ_002.
The float16 TOPS/watt result meets requirement TS.47_3.1_REQ_004.


Expected Result
If Int 8 TOPS, int 8 TOPS/watt, float 16 TOPS and float 16 TOPS/watt can meet the requirements from TS.47_3.1_REQ_001 to TS.47_3.1_REQ_004 respectively, the DUT passes the test. Otherwise, its hardware performance is considered unqualified.
[bookmark: _Toc15533128][bookmark: _Toc68720331]Software Requirements
[bookmark: _Toc68720332]Prerequisites
	Preparations
	Description
	Provider

	Updated Model
	One recently updated version of a Deep Learning Model that can successfully run on DUT.	Comment by Di Zhang: Choose an exist one or self-design one.
	Official website or Chip vendors or third party

	Model Conversion Tool
	Tools for updated model conversion. The resulting model format can be supported by DUT.
	Chip vendors

	Input Data
	A random generated input whose size fits in with the input size of Updated Model
	TBD



[bookmark: _Toc68720333]Deep learning model update
Description 
AI mobile device shall support deep learning model update of an existing deep learning network.
Applicability
DUT classified as an AI Mobile Device
Related core specifications 
TS.47_3.2_REQ_001
Reason for test 
To verify that AI Mobile Device can run the updated model successfully.
Initial configuration 
DUT is Switched OFF.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Convert the updated model to a native format supported by DUT.
	The updated model is successfully converted.

	2
	Switch DUT on.
	DUT is in idle mode.

	3
	Load the converted model on DUT.
	The converted model is successfully loaded.

	4
	Process the input data using the converted model.
	Output can be obtained from model with no exception.



Expected Result
If DUT run the updated model successfully, the DUT passes the test. Otherwise, it is considered unqualified.
[bookmark: _Toc68720334]API requirements
[bookmark: _Toc68720335]Prerequisites
	Preparations
	Description
	Provider

	Native API Test Program
	Script that calls the native APIs.
	TBD

	Application API Test Programs
	Script that calls the application APIs, supporting the test of the following applications.
	TBD

	Native CV Application
	Native application that requires CV capability.
	TBD

	Native ASR Application
	Native application that requires ASR capability.
	TBD

	Native NLU Application
	Native application that requires NLU capability.
	TBD

	Third-party CV Application
	Third-party application that requires CV capability.
	TBD


	Third-party ASR Application
	Third-party application that requires ASR capability.
	TBD

	[bookmark: _Hlk68612270]Third-party NLU Application
	Third-party application that requires NLU capability.
	TBD

	CV Model(s)
	Computer Vision model(s) in DUT native format, required by Native CV Application and/or Third-party CV Application.
	TBD

	ASR Model(s)
	Automatic Speech Recognition model(s) in DUT native format, required by Native ASR Application and/or Third-party ASR Application.
	TBD

	NLU Model(s)
	Natural Language Understanding model(s) in DUT native format, required by Native NLU Application and/or Third-party NLU Application.
	TBD



[bookmark: _Toc68720336]Native APIs invocation	Comment by Di Zhang: TBD: If DUT meets the AI applications requirements as follows, we think that means DUT also satisfy TS.47_3.2_REQ_002, then this test case can be deleted.
Description 
AI mobile device shall support native APIs to expose the AI hardware functions.
Applicability
DUT classified as an AI Mobile Device
Related core specifications 
[bookmark: OLE_LINK3][bookmark: OLE_LINK4]TS.47_3.2_REQ_002
Reason for test 
To verify that AI Mobile Device can call the native APIs.
Initial configuration 
DUT is Switched OFF.
DUT is loaded with native API test program.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode.

	2
	Run the native API test program on DUT.
	Native APIs are called successfully.


[bookmark: _Toc15533131]Expected Result
If native APIs are invoked successfully, the DUT passes the test. Otherwise, it is considered unqualified.
[bookmark: _Toc68720337]Application APIs invocation for native and third-party applications 
Description 
AI mobile device shall support application APIs for native and third-party applications to access CV, ASR, NLU models.
Applicability
DUT classified as an AI Mobile Device
Related core specifications 
TS.47_3.2_REQ_003
Reason for test 
To verify that AI Mobile Device can call the application APIs for native and third-party applications to access CV, ASR, NLU models.
Initial configuration 
DUT is Switched OFF.
DUT is loaded with native CV application, native ASR application and native NLU application.
DUT is loaded with third-party CV application, third-party ASR application and third-party NLU application.
DUT is loaded with CV model(s), ASR model(s), NLU model(s) and Application API test programs.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode.

	2
	Run application APIs test program for native CV application.
	Related CV model is invoked successfully.

	3
	Run application APIs test program for native ASR application.
	Related ASR model is invoked successfully.

	4
	Run application APIs test program for native NLU application.
	Related NLU model is invoked successfully.

	5
	Repeat step 2 to 4 for corresponding third-party applications.
	All the related models are invoked successfully.


Expected Result
If DUT can call the application APIs for both native applications and third-party applications to access CV, ASR and NLU model, the DUT passes the test. Otherwise, it is considered unqualified.
[bookmark: _Toc68720338]SDK Requirements
[bookmark: _Toc68720339]Prerequisites
	Preparations
	Description
	Provider

	SDK
	SDK with the functions for DNN model format conversion and for Deep Learning operators customization.
	Chip vendors

	Model Format List
	List of DNN model formats that SDK support and can be converted to DUT native format.
	Chip vendors

	Test Model(s)
	Models in one selected format from Model Format List.
	Third party or Official website

	Conversion Test Script
	Scripts to convert test model to the native format supported by DUT.
	Third party or China Telecom

	DL Operator Test Script
	Scripts to run a list of new customized deep learning operators on DUT.
	TBD



[bookmark: _Toc68720340]DNN models conversion to the native format of DUT	Comment by Di Zhang: TBD: combine this test case with 3.1
Description 
AI mobile device should provide an SDK to convert DNN models from an existing format to the native format of the AI mobile device.
Applicability
DUT classified as an AI Mobile Device
Related core specifications 
TS.47_3.2_REQ_004
Reason for test 
To verify that SDK provides the functions to convert DNN models and the converted model can be successfully loaded on DUT.
Initial configuration 
DUT is Switched OFF.
DUT is loaded with SDK that has functions for DNN model conversion.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Run conversion test script.
	Test model is successfully converted.

	2
	Switch DUT on.
	DUT is in idle mode.

	3
	Load the converted model on DUT.
	The converted model is successfully loaded on DUT.


Expected Result
If test model(s) is converted successfully and the converted model can successfully loaded on DUT, the DUT passes the test. Otherwise, the SDK is considered invalid.
[bookmark: _Toc68720341]New customized deep learning operators definition
Description 
AI mobile device should provide an SDK to support definition of new customized Deep Learning operators.
Applicability
DUT classified as an AI Mobile Device
Related core specifications 
TS.47_3.2_REQ_005
Reason for test 
To verify that SDK can support definition of new customized Deep Learning operators.
Initial configuration 
DUT is Switched OFF.
DUT is loaded with DL Operator Test Script.
DUT declares the new customized Deep Learning operators that SDK supports.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode.

	2
	Run DL Operator Test Script on DUT.
	All script-specified operators are run successfully


Expected Result
If all the new customized operators DUT declared can be successfully executed, the DUT passes the test. Otherwise, the SDK is considered invalid.
[bookmark: _Toc68710939][bookmark: _Toc68720342]Inference Performance
The AI mobile device SHALL use a benchmark system (e.g. MLPERF.org, AI-benchmark.com, AIT China Telecom etc.) to generate an inferencing performance report.
[bookmark: _Toc68720343]AI Application Requirments
If any following applications are supported on the AI mobile device, then the corresponding test case will apply.
[bookmark: _Toc68720344]Biometric Performance	Comment by Di Zhang: TBD:
If KPIs are certified by FIDO or IFAA as specified in TS47_3.4.1_REQ_007, then it means we don’t need to test this part?
If it still needs to test, should we use end to end test or algorithms test?
Test dataset: use the opensource dataset or self-build
[bookmark: _Toc68720345]Prerequisites
	Preparations
	Description

	Test Environment
	

	2D Facial Test Dataset
	

	3D Facial Test Dataset
	

	Fingerprint Test Dataset
	

	Test Subject
	

	
	


[bookmark: _Toc68720346]2D facial biometric system performance
Description
If AI mobile device supports 2D facial biometric system, it shall meet the performance requirements as specified in [1].
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.1_REQ_001
TS.47_3.4.1_REQ_004
TS.47_3.4.1_REQ_004.1
Reason for test
To verify that AI Mobile Device meets the 2D facial biometric performance requirements.
Initial configuration
DUT is Switched OFF.
The 2D facial biometric system on DUT is Switched ON for Device Unlock, Application Login and Payment Authorization.
Test subject’s facial enrollment for 2D facial recognition is setup on DUT and enrolled template is stored in DUT.
The front camera of DUT is available..
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	



Expected Result
XX.
[bookmark: _Toc68720347]3D facial biometric system performance
Description
If AI mobile device supports 3D facial biometric system, it shall meet the performance requirements as specified in [1].
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.1_REQ_002
TS.47_3.4.1_REQ_005
TS.47_3.4.1_REQ_005.1
Reason for test
To verify that AI Mobile Device meets the 3D facial biometric performance requirements.
Initial configuration
DUT is Switched OFF.
The 3D facial biometric system on DUT is Switched ON for Device Unlock, Application Login and Payment Authorization..
Facial Test subject’s facial enrollment for 3D facial recognition is setup on DUT and enrolled template is stored in DUT.
The front camera of DUT is available.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720348]Fingerprint biometric system performance
Description
If AI mobile device support fingerprint biometric system, it shall meet the performance requirements as specified in [1].
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.1_REQ_003
TS.47_3.4.1_REQ_006
TS.47_3.4.1_REQ_006.1
Reason for test
To verify that AI Mobile Device meets the fingerprint biometric performance requirements.
Initial configuration
DUT is Switched OFF.
The fingerprint biometric system on DUT is Switched ON for Device Unlock, Application Login and Payment Authorization..
Facial Test subject’s facial enrollment for fingerprint recognition is setup on DUT and enrolledtemplate is stored in DUT.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720349]On-device Image Processing
[bookmark: _Toc68720350]Prerequisites
	Preparations
	Description
	Provider

	Control Group
	Mobile device that doesn’t support photo scene detection and recognition, but has the same hardware camera capability as DUT 
	TBD

	Photo Scence Dataset
	Images data that are evenly categorized by portrait, landscape, food, night scene and text.	Comment by Di Zhang: TBD 
The number of image data
	TBD: opensource dataset or self-build

	Text Image Dataset
	Image data contains text in a certain language listed in Supported Language List.	Comment by Di Zhang: TBD 
The number of image data
	TBD

	Supported Language List
	A list of languages supported by the DUT.
	TBD

	Test Subject
	
	

	Scripts 1
	To get the camera setting
	TBD

	Observer
	Expert in image photography
	TBD


[bookmark: _Toc68720351]Photo scene detection and recognition
Description
If AI mobile device support photo scene detection and recognition, it shall meet the requirements as specified in [1].
Applicability
DUT classified as an AI Mobile Device 
Observer is expert in image photography
Related core specifications
TS.47_3.4.2.1_REQ_001
TS.47_3.4.2.1_REQ_001.1
TS.47_3.4.2.1_REQ_001.2	Comment by Di Zhang: TBD we now use subjective test.
TS.47_3.4.2.1_REQ_007
Reason for test
To verify that AI Mobile Device meets the photo scene detection and recognition requirements.
Initial configuration
DUT and Control group are Switched ON.
DUT and Control group are both loaded with scripts 1.
The rear cameras of DUT and Control group are available.
The photo scene detection and recognition function on DUT is enabled with user consent.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	Switch the DUT’s rear camera on.
	

	2
	Take photos of the portrait images and run script 1, check whether the screen show the category correctly.
	The screen show it is portrait and print the camera settings.

	3
	Repeat step 2 for landscapes, foods, night scenes and texts images.
	The screen can show landscape, food, night screne, text correctly respectively and print the corresponding camera settings.

	4
	Open the album and check whether photos are categorized.
	Photos are categorized.

	5
	Switch the control group’s camera on. 
	

	6
	Take phtotos of the photo scence dataset and run script 1.
	Print the corresponding camera settings.

	7
	Observer compare the photos in DUT album and control group album based on corresponding camera settings.
	The photos in DUT album are better than that in control group album.


Expected Result
XX.
[bookmark: _Toc68720352]Text detection and recognition
Description
If AI mobile device supports automatic language detection, text detection and recognition, it should meets requirements as specified in [1].
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.2.1_REQ_002
TS.47_3.4.2.1_REQ_003
Reason for test
To verify that AI Mobile Device supports automatic language detection, text detection and recognition.
Initial configuration
DUT is Switched ON.
DUT is loaded with Text Image Dataset.
DUT is installed language package corresponding to the text in Text Image Dataset.
The network connection of DUT is Switched OFF. 
The rear camera of DUT is available.
Text detection and recognition function is enabled with user consent.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	Apply text detection on text image dataset.
	The text position is located successfully.

	2
	Apply text recognition on text image dataset.
	The text is recognized successfully with an accuracy of over XX%..	Comment by Di Zhang: TBD
e.g. at least 50%

	3
	Enable function related to auto language detection.	Comment by Di Zhang: e.g. translation
	Relative function is enabled.

	4
	Apply auto language detection on the recognized text.
	The language of the text is successfully detected.


Expected Result
XX.
[bookmark: _Toc68720353]Facial Photo Enhancement (FPE)	Comment by Di Zhang: TBD: subjective test or other test. 
Description
If AI mobile device supports FPE, it should meet the requirements as specified in [1].
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.2.1_REQ_004
TS.47_3.4.2.1_REQ_005
TS.47_3.4.2.1_REQ_006
Reason for test
To verify that AI Mobile Device support FPE functions.
Initial configuration
DUT is Switched ON.
FPE is enabled with user consent and FPE is Switched ON.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720354]Voice Assistant	Comment by Di Zhang: TBD:
1.Refer to the exsit standards, e.g. UEX Speech Recognition Performance Testing, or we do a new one
2.Test dataset: use the opensource dataset or self-build
[bookmark: _Toc68720355]Prerequisites
	Preparations
	Description

	Test Environment
	

	Test Dataset
	

	Test Subject
	

	
	

	
	

	
	


[bookmark: _Toc68720356]Voiceprint recognition
Description
If AI mobile device supports voice assistant, it shall support voice trigger and meet the performance requirements as specified in [1].
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.3.1_REQ_002
TS.47_3.4.3.1_REQ_002.1
TS.47_3.4.3.1_REQ_002.2
TS.47_3.4.3.1_REQ_002.3
Reason for test
To verify that AI Mobile Device meets the voice trigger performance requirements.
Initial configuration
DUT is Switched ON.
Voice assistant is enabled with user’s consent.
DUT is configured to support at least LTE network.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720357]On-device speech recognition
Description
If AI mobile device supports voice assistant, it shall support on-device speech recognition functions (i.e. with no access to the Internet) .
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.3.1_REQ_003
Reason for test
To verify that AI Mobile Device meets on-device speech recognition requirements.
Initial configuration
DUT is Switched On.
Voice assistant is enabled with user’s consent.
The Network connection of DUT is Switched OFF.

Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720358]Information search
Description
If AI mobile device support voice assistant, it shall support information search.
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.3.1_REQ_005
Reason for test
To verify that voice assistant on DUT support information search.
Initial configuration
DUT is Switched On.
Voice assistant is enabled with user’s consent.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720359]Interaction with third-party applications and smart devices
Description
If AI mobile device support voice assistant, it should support interact with third-party applications and smart devices.
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.3.1_REQ_004
TS.47_3.4.3.1_REQ_006
Reason for test
To verify that voice assistant on DUT supports interaction with third-party applications and smart devices.
Initial configuration
DUT is Switched ON.
Voice assistant is enabled with user’s consent.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720360]Augmented Reality (AR)
[bookmark: _Toc68720361]Prerequisites
	Preparations
	Description

	Test Environment
	

	Test Dataset
	

	Test Subject
	

	FPS Test Program
	Test program for Frames Per Second measurement.

	
	

	
	


[bookmark: _Toc68720362]AI capabilities for applications	Comment by Di Zhang: TBD: scenario test or software test
Description
If AI mobile device supports AR, it should provide AI capabilities for native and third-party applications.
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.4_REQ_001
Reason for test
To verify that AI mobile device can provide AI capabilities for native and third-party applications.
Initial configuration
DUT is Switched ON.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	
	

	2
	
	


Expected Result
XX.
[bookmark: _Toc68720363]AR application
Description
If AI mobile device supports AR, it should support AR emoji and AR video.
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS.47_3.4.4_REQ_002
Reason for test
To verify that AI mobile device supports AR emoji and AR video functions.
Initial configuration
DUT is Switched ON.
DUT is loaded with FPS Test Program. 
The DUT is configured to support at least LTE network.
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	Switch the camera on DUT, turn on the AR emoji function.
Note: If there are other entrances to AR, DUT should declare.
	

	2
	Creat an AR emoji and move test subject’s head to left, then blink eyes and open mouth to check whether the emoji do the same actions.
	The AR emoji do the same actions with the test subject.

	3
	Switch to AR video function.
	

	4
	Scan the ground.
	 Virtual plane appears.

	5
	Select an AR object and place it on the virtual plane.
	AR object appears on the virtual plane and has a well interaction/combination with real environmen.

	6
	Select another AR object with shadow, move the DUT to weak light palce, check the shadow effect.
	The shadow is darken in the weak light place.

	7
	Move the AR object behind one real object
	The occlusion reflects the real situation.

	8
	Run the FPS Test Program.
	The measured FPS is greater than 30

	9
	Switch to the scene that can show AR ehhanced information text lable, move the DUT horizontal and vertical, check whether the lable deviate or disappear during the moving.
	The lable is not deviate or disappear during the moving.


Expected Result
XX.
[bookmark: _Toc68720364]Privacy and Security Requirements
[bookmark: _Toc68720365]Privacy Requirements
Description
If AI applications don’t process personal data locally, they shall be off by default and user can control.
Applicability
DUT classified as an AI Mobile Device 
Related core specifications
TS47_4.1_REQ_003 
TS47_4.1_REQ_003.1 
TS47_4.1_REQ_003.2 
Reason for test
To verify that AI mobile device respects the user and protect personal data by default.
Initial configuration
DUT is Switched OFF.
DUT declares the native AI applications it support.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode.

	2
	Check whether all the native AI applications are off by default. 
	Record the AI applications that are not off by default.

	3
	Check the data usage declaration of the AI applications that are not off by default.
	Declaration reveals it process personal data locally.

	4
	Check whether user can switch on/off  these AI applications.
	User can switch on/off these AI applications.


[bookmark: _Toc68720366]Security Requirements	Comment by Di Zhang: TBD
Description
xx
Applicability
xx
Related core specifications
xx
Reason for test
xx
Initial configuration
xx
Test procedure

	Step
	Test procedure
	Expected behaviour

	1
	xx
	xx

	2
	xx
	xx



[bookmark: _Toc68720367]Security for AI applications
Prerequisites
	Preparations
	Description
	Provider

	Test Software
	Test software for data security and for voice replay attack. 
	TBD.

	Biometric Data
	Users’ biometric data pre-stored in DUT and new biometric data for security test.
	TBD.

	Voiceprint Data
	Voiceprit data pre-stored in DUT.
	TBD.

	Voice Replay Samples
	Data samples to perform voice replay attacks. 
	TBD.



Security Measurement of Users' Biometric Data
Description
If Users' Biometric Data is replaced, the previous Biometric Data before the replacement SHALL be deleted completely and permanently and not be recoverable by data rollback
Applicability
DUT classified as an AI Mobile Device
Related core specifications
TS47_4.2.1_REQ_009
Reason for test
To verify that AI Mobile Device meets the Biometric Data security requirements.
Initial configuration
DUT is Switched Off.
DUT is loaded with test software to verify the security of Users' Biometric Data.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode

	2
	Check the information of users’ Biometric Data
	DUT displays the information of users’ Biometric Data, such as date and time and size of Users’ Biometric Data.

	3
	Use current users’ Biometric Data to run AI applications
	AI applications can run with current users’ Biometric Data.

	4
	Replace Users' Biometric Data
	Users' Biometric Data is updated and previous users’ Biometric Data is deleted.

	5
	Use previous users’ Biometric Data to run AI applications
	AI applications cannot execute.

	6
	Use new users’ Biometric Data to run AI applications
	AI applications can execute.

	7
	Check the information of Users’ Biometric Data
	The information of Users’ Biometric Data is updated.

	8
	Execute data rollback operation
	The previous Biometric Data can’t be recovered by data rollback

	9
	Check the information of Users’ Biometric Data
	The information of Users’ Biometric Data is unchanged

	10
	Use previous users’ Biometric Data to run AI applications
	AI applications can’t execute.

	11
	Delete all the biometric datas.
	



Users' Biometric Data Deletion by restoring factory settings
Description
The Biometric Data SHALL be wiped and made unrecoverable by restoring a device factory settings. 
Applicability
DUT classified as an AI Mobile Device
Related core specifications
TS47_4.2.1_REQ_010
Reason for test
To verify that AI Mobile Device meets the Biometric Data security requirements.
Initial configuration
DUT is Switched OFF.
DUT is loaded with test software to verify the security of Users' Biometric Data.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode

	2
	Check the information of users’ Biometric Data
	DUT displays the information of users’ Biometric Data, such as date and time and size of Users’ Biometric Data.

	3
	Run AI applications with current Users’ Biometric Data
	AI applications can run with current users’ Biometric Data.

	4
	Execute factory reset on DUT
	Users’ Biometric Data is wiped.

	5
	Check the information of Users’ Biometric Data
	Users’ Biometric Data on DUT can’t be found.

	6
	Run AI applications with the Biometric Data wiped by factory reset.
	AI applications can’t execute.



Security Measurement of Voiceprint Data
Description
When the Voiceprint Data is permanently and completely deleted, it SHALL NOT be recoverable by data rollback. 
Applicability
DUT classified as an AI Mobile Device
Related core specifications
TS47_4.2.1_REQ_013
Reason for test
To verify that AI Mobile Device meets Voiceprint Data security requirements.
Initial configuration
DUT is Switched OFF.
DUT is loaded with test software to verify the security of Voiceprint Data.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode

	2
	Check the Voiceprint Data information
	DUT displays the information of Voiceprint Data, such as date and time and size of Voiceprint Data.

	3
	Use current Voiceprint Data to run AI applications
	AI applications can run with current Voiceprint Data.

	4
	Delete Voiceprint Data
	Voiceprint Data is deleted.

	5
	Use previous Voiceprint Data to run AI applications
	AI applications cannot execute.

	7
	Check the information of Voiceprint Data
	The information of Voiceprint Data can’t be found.

	8
	Execute data rollback operation
	The previous Voiceprint Data can’t be recovered by data rollback

	9
	Check the information of Voiceprint Data
	The information of Voiceprint Data can’t be found.

	10
	Use previous Voiceprint Data to run AI applications
	AI applications can’t execute.



Voiceprint Data Deletion by restoring factory settings
Description
The Voiceprint Data SHALL be wiped and made unrecoverable by restoring a device factory settings. 
Applicability
DUT classified as an AI Mobile Device
Related core specifications
TS47_4.2.1_REQ_014
Reason for test
To verify that AI Mobile Device meets Voiceprint Data security requirements.
Initial configuration
DUT is Switched OFF.
DUT is loaded with test software to verify the security of Voiceprint Data.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode

	2
	Check the information of Voiceprint Data
	DUT Displays the information of Voiceprint Data, such as date and time and size of Voiceprint Data.

	3
	Use current Voiceprint Data to run AI applications
	AI applications can run with current Voiceprint Data.

	4
	Execute factory reset on DUT
	Voiceprint Data is wiped.

	5
	Check the information of Voiceprint Data
	Voiceprint Data on DUT can’t be found.

	6
	Use the Voiceprint Data wiped by restoring factory settings to run AI applications
	AI applications can’t execute.



Voice replay attacks
Description
The device SHOULD be resistant to voice replay attacks. 
Applicability
DUT classified as an AI Mobile Device
Related core specifications
TS47_4.2.1_REQ_015
Reason for test
To verify that AI Mobile Device can resist voice replay attacks.
Initial configuration
DUT is Switched OFF.
DUT is loaded with test software to verify AI Mobile Device can resist voice replay attacks.
Test procedure
	Step
	Test procedure
	Expected behaviour

	1
	Switch DUT on.
	DUT is in idle mode

	2
	Use voice replay samples to perform voice replay attacks.
	AI applications can’t execute with voice replay samples.
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