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Introduction
In 5GJA#16, GSMA NG 5GJA has discussed the currently supported URSP functionality in 3GPP TS 23.503 and in 3GPP TS 24.526 and sees the need to support different traffic categories related to different service offerings in the traffic descriptor in URSP. 
Examples of different traffic categories related to different service offering are:
· Enterprise: traffic from one or more applications related to Enterprise service offering
Note: Employees of an enterprise can use a set of applications related to their work and the traffic of these applications is carried via a PDU session other than the Internet PDU session.
· Gaming: traffic from one or more applications related to Gaming service offering, e.g. with low latency requirement
· Video Streaming: traffic from one or more applications related to Video Streaming offering, e.g. HD video streaming, 4K video streaming

After having discussed the traffic categories proposed by 5GJA in connection capability, GSMA TSGNS commented on that:
1. It will lead to an inconsistent understanding of the original concept, if introducing traffic category into connection capability in URSP.
2. There are big impacts on many specs of SA2 and CT1, if introducing traffic categories
3. The granularity of traffic categories is too rough to be used in practice.
4. The existing DNN in traffic descriptor of URSP has more advantages than the newly proposed traffic categories, so traffic categories are redundant.
So，GSMA TSGNS think there is no necessary to introduce traffic category in Connection Capability of URSP.
Actions
GSMA TSGNS kindly requests GSMA NG 5GJA to reconsider the Traffic Categories in URSP and provide any feedback.
Future Meeting Schedule
TSGNS#4:	TBD
TSGNS#5:	TBD
Contact
In the case of further questions and/or feedback, please contact Paul Gosden, GSMA Terminals Director [mailto:paul.gosden@gsma.com, chenshuz@chinatelecom.cn].
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