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Art. 4 GDPR Definitions (https://gdpr-info.eu/art-4-gdpr/) 
For the purpose of this Regulation:
(1) ‘personal data’ means any information relating to an identified or identifiable natural person (‘data subject’); an identifiable natural person is one who can be identified, directly or indirectly, in particular by reference to an identifier such as a name, an identification number, location data, an online identifier or to one or more factors specific to the physical, physiological, genetic, mental, economic, cultural or social identity of that natural person;
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Natural persons may be associated with online identifiers provided by their devices, applications, tools and protocols, such as internet protocol addresses, cookie identifiers or other identifiers such as radio frequency identification tags. This may leave traces which, in particular when combined with unique identifiers and other information received by the servers, may be used to create profiles of the natural persons and identify them.
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Introduction
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1.3	Definitions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in RFC 2119 [5] (RFC8174) [6] when, and only when, they appear in all capitals, as shown here.

	Term
	Description

	Application
	An application that is install and runs in the 5G UE

	
	


1.  Definitions
[...]
[bookmark: _Toc88214697][bookmark: _Toc88205010][bookmark: _Toc466559298]3	Requirements related to network slicing using URSP
[bookmark: _Toc88214704][bookmark: _Toc88205017][...]
3.3	Security and privacy requirements
3.3.12.4	Requirements on TD security
	TS62_3.3.12.4_REQ_001
	

	TS62_3.3.12.4_REQ_002
	

	TS62_3.3.12.4_REQ_003
	

	TS62_3.3.12.4_REQ_004
	

	TS62_3.3.12.4_REQ_005
	


3.3.22.5	Requirements on data privacy 
All parties either implementing or operating URSP should be aware that any data items passed between system elements that can be used to identify an individual can be classified as personal data (as defined in the General Data Protection Regulation (EU) 2016/679). Responsibility for the management of personal data and compliance with any necessary legislation lies with implementing and operating organisations, according to each organisation’s respective legal status with respect to the data processes (i.e., whether the entity acts as a data controller or as a data processor). 
	TS62_3.3.2.5_REQ_001
	The use of URSP SHALL NOT compromise the security and privacy of any individual and their personal data. Any data to the extent that is used to identify an individual or their activity SHALL be treated as personal data and subject to local regulations.
Examples include identifiers, to the extent that they are used for tracking, such as MSISDN, IMEI, IMSI, Application identifier, etc.

	TS62_3.3.2.5_REQ_002
	

	TS62_3.3.2.5_REQ_003
	

	TS62_3.3.2.5_REQ_004
	

	TS62_3.3.2.5_REQ_005
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