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1. parts of the document which are not relevant to the change request.


58-2.8.20 	MO Enriched Calling-Pre-Call：service entry point is shown but inactive when user is offline
Description
Enriched Calling and offline :Option Not available to trigger
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_1_1
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
1. A-Party’s device is enabled for Enriched Calling and offline.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
B-Party’s device is known to be Enriched Calling enabled and stored in A-Party’s contact list
	-
	Test procedure
	Expected behaviour

	1
	1. User A goes to each touch point where they can start a call:
2. Open Contact Card of B-Party (from Contact list / Favourites / Top contacts).
3. Open call details of calls with B-Party from call logs.
4. Open dialler, typing B-Party’s number on A-Party’s device.
Conversation view in Messaging with B-Party (if a service entry point is available).
	In all cases 1 through 4, the Call Composer service entry point is shown but inactive.


58-2.8.21 MO Enriched Calling-Pre-Call：enriched calling can be started from any functional area
Description
EnRiched Calling and online: Options available to trigger
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_1_2
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online.
B-Party is stored in A-Party’s contact list as a contact.
	-
	Test procedure
	Expected behaviour

	
	1. User A goes to each touch point where they can start a call:
2. Open contact card of B-party from contacts list
3. Open call details of call  with B-Party from call logs
4. Open dailer and enter B-Party number on A-Party device 
5. Conversation view in messaging with B-Party (if service entry point is available) 

	1. In all cases 1 through 4, all Call Composer service entry points are presented and are selectable.
2. If CLIR is enabled when the user accesses, or attempts to access, the Call Composer, they should be notified (e.g. via a dialog) about the need to reveal their mobile number and, ideally, be provided with a one-click mechanism to disable the CLIR service.
NOTE: If Pre-call content is shared without conveying the A-Party’s Calling Line Identification, the content should not displayed on B-party side.



58-2.8.22 MO Enriched Calling-Pre-Call：no additional actions are needed for a straightforward voice call
Description
EnRiched Calling and online: The capability to do Enriched Calling shall not require additional actions for a straightforward voice call.
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_1_3
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online.
B-Party is stored in A-Party’s contact list as a contact.
	-
	Test procedure
	Expected behaviour

	1
	1. User A goes to each touch point where they can start a call:
a. Open Contact Card of B-Party (from Contact list / Favourites / Top contacts)
b. Open call details of calls with B-Party from call logs
c. Open dialler, typing B-Party’s number on A-Party’s device.
Conversation view in Messaging with B-Party (if a service entry point is available).
	1.In all cases 1 through 4, calling B-Party is available on A-Party’s device with a single click. The capability to do Enriched Calling shall not require additional actions for a straightforward voice call.



58-2.8.23 MO Enriched Calling-Pre-Call：callee is disabled for EnRiched Calling
Description
Not enabled for EnRiched Calling
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_1_4
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is not enabled for EnRiched Calling.
B-Party is stored in A-Party’s contact list as a contact.
	-
	Test procedure
	Expected behaviour

	1
	1. User A goes to each touch point where they can start a call:
2. Open Contact Card of B-Party (from Contact list / Favourites / Top contacts)
3. Open call details of calls with B-Party from call logs
4. Open dialler, typing B-Party’s number on A-Party’s device.
Conversation view in Messaging with B-Party (if a service entry point is available)
	1.In all cases 1 through 4, no service entry points for Enriched Calling are shown to the user.



58-2.8.24 MO&MT Enriched Calling-Pre-Call：content sharing
Description
Pre call content set & modify before send
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_1_5
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online.
B-Party is stored in A-Party’s contact list as a contact.
	-
	Test procedure
	Expected behaviour

	1
	1. On A-party’s device, open a calling service entry point with B-Party and select the following pre-call content:
a. Add a pre-call image.
b. Mark the call as important.
c. Add a call subject (manually or by selection of a suggested list of call subjects).
d. Add the current position or select a location.
e. Re-select a different image to the one selected under step 1.
f. Place a call from A-Party to B-Party
NOTE: Please note that not all implementations may allow to add the full feature set of pre-call content. However, all implementations shall support the reception and display of the full list of pre-call content.
	1. It shall be possible to cancel any of the selected items from the above list 1 to 4.
2. A-Party shall be always aware which content will be displayed on B-party’s device at any stage of the call preparation.
3. The pre-call content that was selected before placing the call (location, important indicator, call subject and last valid picture) shall be displayed on B-Party’s device when ringing.
4. Basic call management functions such as accept, reject, mute, speaker, etc., shall not be impacted by the availability of Enriched Calling features.
5. After selecting the Pre-call content, the A-Party should be able to preview and remove or change the selected content before pressing the voice call button.Once the Multimedia Telephony session invitation is sent, the values of the Call Composer elements cannot be changed anymore.




58-2.8.25 MO Enriched Calling-Pre-Call：Image Share
Description
To check file size shall not exceed 80kB
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_1_6
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online.
B-Party is stored in A-Party’s contact list as a contact.
	-
	Test procedure
	Expected behaviour

	1
	1. On A-Party’s device, select B-Party and enter the call composer.
2. Add an image as pre-call content.
Check file size of the image on B-Party’s device.
	1. The A-Party’s device allows browsing of the local image repository.  
2. The A-party’s device allows selection of an image and offers basic image tools, including crop and rotate.
On-Party’s device, the image size (memory space) shall not exceed 80kB.



58-2.8.26  MO Enriched Calling-Pre-Call：importance indicator
Description
Toggle the importance indicator on and off
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_1_7
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online.
5. B-Party is stored in A-Party’s contact list as a contact.&
6. B-Party set to silent mode & call waiting service enabled
	-
	Test procedure
	Expected behaviour

	1
	1. Open B-Party contact on A-Party’s device.
2. Initiate a call with B-Party on A-Party’s device.
3. During the ringing phase, toggle the importance indicator on and off and on.
4. Accept the call on B-Party’s device.
	1. On A-Party’s device, it is possible to switch the importance indicator on and off and on.  
2. Before accepting the call on B-Party’s device, the call is marked as important.
3. The important call indicator should not cause device to ring as device is set to silent mode
4. If missed call notification is triggered on B-party device ,important call indicator & call subject should be visible in this notification
If B-party already engaged in any kind of call( voice,enriched voice call,video call) with call waiting enabled,incoming call with important call indicator should be display on B-party screen.The availability of other content(i.e Pre call subject.image,location) should be indicated.





58-2.8.27 MO Enriched Calling-Pre-Call：maximise the incoming call screen when it is minimized	Comment by cat wang: NEW TEST
Description
Able to maximise the incoming call screen, when it is minimized, to see any Pre-call content 

Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0 
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
User A is known to be RCS capable and Online (HSPA, LTE or Wi-Fi).
User B is known to be RCS capable and online (HSPA, LTE or WiFi).
	-
	Test procedure
	Expected behaviour

	1
	1.User A Set Pre call content( important indicatort set & subject) and make call to User B
2. User A Set Pre call content( image location) and make call to User B
	1. If B-Party incoming call indication is minimised, the Important Call Indicator and Subject should still be displayed in addition to the usual information that is provided for incoming calls without the user having to expand the notification 
2. If the B-Party incoming call indication is minimised, an indication of the availability of other content (i.e. Image, and/or Location) should be provided. The B-Party should have the option to maximize the incoming call indication to view this additional content before accepting or rejecting the call. 





58-2.8.28 MO Enriched Calling-Pre-Call：Pre-call content is displayed on in-call screen when no other content (e.g. via In-call Services) has replaced this Pre-call Content during the call
Description
To check Pre-call Content replaced during the call
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0 
Reason for test
UP 1.0. Reference section 12-12: Pre-Call experience
Initial configuration
User A is known to be RCS capable and Online (HSPA, LTE or Wi-Fi).
User B is known to be RCS capable and online (HSPA, LTE or WiFi).
	-
	Test procedure
	Expected behaviour

	1
	1.User A Set Pre call content( image location) and make call to User B
	
1.Any Pre-call Image and/or Location shared by the A-Party should be visible on both the A-Party and B-Party in-call screens, unless replaced by other content during the call. 




58-2.8.29 MO Enriched Calling-In-Call：Service Avaliabitity with MNO Network Configuration
Description
Live Video:turn off WiFi and resume data coverage in 3G.
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_1
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online (WiFi).
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. A-Party’s network is configured to allow Video Share only in HSPA (or better).
5. B-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
     - B-Party is stored in A-Party’s contact list as a contact.

	-
	Test procedure
	Expected behaviour

	1
	Call B-party from A-Party’s device
	Live Video should be available on both devices after the call is established

	2
	On A-party’s device, turn off WiFi and resume data coverage in 3G
	a) Live Video should no longer available on A-Party’s device, 
b) On B-Party’s device.Live Video and all other in-Call services (1-to-1 Messaging during a call, share any file, share location and share sketch) are still available

	3
	Select “Live Video” on B-Party’s device
	On A-Party’s device there is no option to join Live Video



58-2.8.30 MT Enriched Calling-In-Call：Camera View Share Options
Description
Check for Live Video: invite notification options
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_2
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
     - B-Party is stored in A-Party’s contact list as a contact.
	-
	Test procedure
	Expected behaviour

	1
	Call B-party from A-Party’s device and accept the call on B-Party’s device
	Call between A- and B-Party is established

	2
	Select “ Live Video” on A-Party’s device
	On A-Party’s device,  Live Video is presented and selectable

	3
	On B-Party’s device, confirm the incoming invite with “accept and share own camera view”
	a) On B-Party’s device, an invite for  Live Video is presented. The options are “Accept and share own camera view” and “Accept and do not share my camera view”.
b) Should not be able to record the transmitted 
   “Live video” (i.e. both receiving and sending“Live video”).




	4
	On both devices, switch between front and rear camera view
	The view of the selected camera is processed appropriately. front camera should be active by default for transmission of the “Live video’


	5
	On A-Party’s device, end the  Live Video
	d) Live video is ended on both devices


	6
	On B-Party’s device, end the call (red button)
	Call ends



58-2.8.31 MO Enriched Calling-In-Call：Service Avaliabitity while the call is “On Hold”
Description
Check for Live Video service availability while the Call is Hold
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_3
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
5. C-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
B-Party and C-Party are stored in A-Party’s contact list as a contact.

	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	 B-Party. Received the call from A-Party


	2
	Accept the call on B-Party’s device
	 A call is established between A- and B-Party. Live Video is available

	3
	Call A-Party from C-Party’s device
	A-Party. Received the call from C-Party

	4
	Accept the call from C-Party on A-Party’s device and put call with B-Party on hold
	Once the call between C-Party and A-Party is established, Live Video between the two participants of the call is available

	5
	Start a  Live Video session on C-Party’s device with A-Party
	Live Video session between C- and A-Party is established

	6
	End All calls
	All calls including the Live Video end



     

58-2.8.32 MT Enriched Calling-In-Call：incoming voice plays automatically through a connected headset
Description
Check for incoming call plays automatically through a connected headset
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_4
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
A-Party  is known to be RCS capable and Online (HSPA, LTE or Wi-Fi).
B-Party known to be RCS capable and online (HSPA, LTE or WiFi).
B-Party connected with headset



	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	 B-Party. Received the call from A-Party


	2
	Accept the call on B-Party’s device
	 A call is established between A- and B-Party. Live Video is available

	3
	Select Live video on A-Party
	When an incoming “live video” is accepted, the audio part should be played either via a connected headset (if connected) or via the external loudspeaker (if no headset connected

	
	
	



58-2.8.33 MT Enriched Calling-In-Call：Screen adaptation while device is rotated
Description
Check for Live Video :Screen orientation 90 deg
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_5
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. The A-Party’s device is configured to Variant A (as per R3-3-1-1) by A-Party’s operator.
4. B-Party’s device is enabled for EnRiched Calling and online (HSPA, LTE or WiFi).
B-Party is stored in A-Party’s contact list as a contact.
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	A call is established between A- and B-Party. Live Video is available

	2
	Trigger  Live Video on A-Party’s device
	B-Party receives invite for Live  Video

	3
	Accept Live Video on B-Party’s device including sharing own camera view
	Live video established between A-Party & B-Party

	4
	Rotate A- and B-Party’s device in 90 degrees steps and check screens
	Screens always adjust according to the changing orientation and display correct video share orientation



58-2.8.34 MT Enriched Calling-In-Call：Location Push
Description
Check for In call share location
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_6
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is enabled for EnRiched Calling and online.
      B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	 A call is established between A- and B-Party


	2
	Share a location from the call screen of A-Party’s device
	On B-Party’s device, the location is received and displayed on request in a map view

	
	
	



58-2.8.35 MT Enriched Calling-In-Call：Image Share
Description
Check for In Call Image share 
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_7
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is enabled for EnRiched Calling and online.
B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	A call is established between A- and B-Party

	2
	Share a picture (share any file function) from the call screen of A-Party’s device
	On B-Party’s device, the picture is received and displayed on request in the call screen

	3
	Close the picture view on B-Party’s device
	B-Party’s device goes back to the call screen



58-2.8.36 MO&MT Enriched Calling – In-Call – Shared Sketch-Share is canceled
Description
Check for In call : Shared sketch is cancelled
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_12
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is enabled for EnRiched Calling and online.
      B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	A call is established between A- and B-Party

	2
	Select “shared sketch” from the call screen of A-Party’s device
	A-Party is able to see that the invite for shared sketch is not yet accepted

	3
	On B-Party’s device, accept the share sketch invite
	A-Party sees the session is confirmed. For both A- and B-Party, the standard in-call features (mute, speaker, end call etc.) are still accessible

	4
	Cancel the share sketch session from A-Party’s device
	
The B-Party should be notified if the request to the live sketch sharing is cancelled by the A-Party before they have accepted 




58-2.8.37 MO&MT Enriched Calling – In-Call – Shared Sketch
Description
To check In call : Shared sketch (add picture background to sketch)
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_2_13
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is enabled for EnRiched Calling and online.
      B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	A call is established between A- and B-Party

	2
	Select “shared sketch” from the call screen of A-Party’s device
	A-Party is able to see that the invite for shared sketch is not yet accepted

	3
	On B-Party’s device, accept the share sketch invite
	A-Party sees the session is confirmed. Both parties are able to start sketching, in by default different drawing colours

	4
	A-Party adds a picture background to the sketch
	On both screens, the picture background is visible. Sketching and pictures on both devices match

	5
	End the call 
	Both parties shall be made aware when the live sketch sharing has ended 





58-2.8.38 MO Enriched Calling-In-Call： sketch can be saved on device
Description
To check sketch saved on device
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
A-Party  is known to be RCS capable and Online (HSPA, LTE or Wi-Fi).
B-Party known to be RCS capable and online (HSPA, LTE or WiFi).
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	A call is established between A- and B-Party

	2
	Select “shared sketch” from the call screen of A-Party’s device
	A-Party is able to see that the invite for shared sketch is not yet accepted

	3
	On B-Party’s device, accept the share sketch invite
	Party sees the session is confirmed. Both parties are able to start sketching, in by default different drawing colours

	4
	A-Party adds a picture background to the sketch
	On both screens, the picture background is visible. Sketching and pictures on both devices match

	5
	End the session
	The sketch should be automatically saved to both parties’ devices when the session ends. 
NOTE 1: Sketch can be saved as a ‘flat’ image, without separately editable background and drawing layers.
NOTE 2: In case of using an image as background, the original image will not be overwritten by the image modified during the live sketch sharing session.



58-2.8.39 MO Enriched Calling-In-Call： Specific Requirements for a live sketch on an image
Description
To check specific requirements for live sketch on an image
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
A-Party  is known to be RCS capable and Online (HSPA, LTE or Wi-Fi).
B-Party known to be RCS capable and online (HSPA, LTE or WiFi).
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	A call is established between A- and B-Party

	2
	Select shared sketch from Party A to Party B & Accept at Party B
	Party sees the session is confirmed. Both parties are able to start sketching

	3
	Change the live sketch background image and/or colour at any time during the live sketch at both Parties 

	a) Any change to the live sketch background should be shown in real-time on both parties’ devices 
b) Either party should be able to select an existing image from the device gallery as the live sketch background. 
c) Either party should be able to take a new picture from the device camera to use as the live sketch background. 
d) Either party should be able to select a live sketch background from a selection of pre-defined template backgrounds 


	4
	On going live sketch zoom and move the background image 

	a) Both parties should be able to change the scale of the image (zoom in/out), independent of the image being viewed by the other party 
b) Both parties should be able to move around the image, independent of the image being viewed by the other party. 
NOTE: These changes to the image are not visible to the other party.

	5
	On going live sketch change the line thickness
	a) The default line thickness and colour initially assigned to the both parties when first opening the live sketch should be the thickness and colour they last selected in any previous sketch session (if applicable). 
b) Either party should be able to change the thickness of any lines that they draw at any time during the live sketch session (irrespective of any line thicknesses set on initial default) 





58-2.8.40 MO Enriched Calling-In-Call： Specific Requirements for a live sketch on an map
Description
To check specific requirements for live sketch on map
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0
Reason for test
UP 1.0. Reference section 12.6: In-Call experience
Initial configuration
A-Party  is known to be RCS capable and Online (HSPA, LTE or Wi-Fi).
B-Party known to be RCS capable and online (HSPA, LTE or WiFi).
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	a) call is established between A- and B-Party & live sketch on a map should be provided on the in-call screen (i.e. defaulting to a map background). 

b) A-Party’s current location should be set as the default location for any new live sketch on a map for both parties 



	2
	Select shared map sketch from Party A to Party B & Accept at Party B
	Party sees the session is confirmed

	3
	Ongoing live sketch interact with the background map  on both parties

	a) Both parties should be able to change the scale of the map, independent of the map being viewed by the other party 
b) Both parties should be able to move the map location, independent of the map being viewed by the other party 
NOTE: These changes to the map are not visible to the other party.

	4
	Ongoing live sketch on map ,either of party edit on background
	a) If the other party has edited a part of the map that the current party is not viewing, then the current party should be made aware that this is occurring 
b) If the other party has edited a part of the map that the current party is not viewing, then the current party should be able to view all the edits easily on their screen when desired. 


	5
	Ongoing live sketch on map ,check for 
some additional map-based controls 

	a) Both parties should be able to see each other’s locations on the map 
b) Both parties should be able to easily move the map to their location at any time 
c) Both parties should be able to easily move the map to the other party location at any time 
d) Both parties should be able to easily move the map to display both locations at any time 
NOTE: If location is disabled on either party’s device, the marker for their location will not be shown on the map.
e) Both parties should be able to send a location marker to the other party, with this marker being visible on both parties’ sketches 
f) Both parties should be able to easily move the map to display all locations at any time 






58-2.8.41 MO Enriched Calling-Post-Call ：Service Avaliabitity when MO is Offline
Description 
To check Post call: A party disabled for EnRiched Calling and offline.
After call cancellation, A-Party is not offered any post-call services.
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_3_1
Reason for test
UP 1.0. Reference section 12.10: Post-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and offline.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	B-Party’s device rings

	2
	Do not answer the call on B-Party’s device (no voicemail)
	

	3
	Cancel call setup on A-Party’s device
	After call cancellation, A-Party is not offered any post-call services



58-2.8.42 MO Enriched Calling-Post-Call ：Service Avaliabitity when MO is Online
Description
To check Post call : A & B Party enabled for EnRiched Calling and online.
After call cancellation, A-Party is offered to leave a post-call note or post-call audio message.
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_3_2
Reason for test
UP 1.0. Reference section 12.10: Post-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is enabled for EnRiched Calling and online.
4. B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	B-Party’s device rings

	2
	Do not answer the call on B-Party’s device (no voicemail)
	

	3
	Cancel call setup on A-Party’s device
	After call cancellation, A-Party is offered to leave a post-call note or post-call audio message



58-2.8.43 MO&MT Enriched Calling-Post-Call ：Post-call Note
Description
To check Post call  :A & B Party enabled for EnRiched Calling and online.
After call cancellation, A-Party gets post-call note or post-call audio message confirmation.
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_3_3
Reason for test
UP 1.0. Reference section 12.10: Post-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is enabled for EnRiched Calling and online.
4. B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	B-Party’s device rings

	2
	Do not answer the call on B-Party’s device (no voicemail)
	

	3
	Cancel call setup on A-Party’s device
	After call cancellation, A-Party is offered to leave a post-call note or post-call audio message

	4
	Send a post-call note from A-Party’s device
	1. A-Party gets a confirmation that post-call note was sent. B-Party receives the post-call note and can read the post-call note:
 2. In an update of the missed call notification   (if that missed call notification has not been cancelled on B-Party’s device)



58-2.8.44 MO&MT Enriched Calling-Post-Call ：Audio Message
Description
To check Post call  :A & B Party enabled for EnRiched Calling and online.
After call cancellation, A-Party gets confirmation that post-call audio message was sent. 
B-Party receives the post-call audio message and can play it
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_3_4
Reason for test
UP 1.0. Reference section 12.10: Post-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is enabled for EnRiched Calling and online.
4.B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	B-Party’s device rings

	2
	Do not answer the call on B-Party’s device (no voicemail)
	

	3
	Cancel call setup on A-Party’s device
	After call cancellation, A-Party is offered to leave a post-call note or post-call audio message

	4
	Send a post-call audio message from A-Party’s device
	1.A-Party gets a confirmation that post-call audio message was sent. B-Party receives the post-call audio message and can play it
2. From an update of the missed call notification (if that missed call notification has not been cancelled on B-Party’s device



58-2.8.45 MO Enriched Calling-Post-Call ：Service Avaliabitity when MT not enabled Enriched calling
Description
To check Post call  :A  Party enabled for EnRiched Calling and online
B Party not enabled for EnRiched Calling
Post-call note as 1-to-1 Messaging (RCS message or SMS).
Related core specifications
GSMA RCC.71 UP-SDD, GSMA RCC.17 v3.0, ID_RCS_F_4_3_5
Reason for test
UP 1.0. Reference section 12.10: Post-Call experience
Initial configuration
1. A-Party’s device is enabled for EnRiched Calling and online.
2. On A-Party’s device, the supplementary service CLIR (Calling Line Identifier Restriction) is disabled (see R12-4-).
3. B-Party’s device is not enabled for EnRiched Calling.
4.B-Party is stored in A-Party’s contact list as a contact
	-
	Test procedure
	Expected behaviour

	1
	Call B-Party from A-Party’s device
	B-Party’s device rings

	2
	Do not answer the call on B-Party’s device (no voicemail).
	

	3
	Cancel call setup on A-Party’s device
	After call cancellation, A-Party is offered to leave a post-call note


	4
	Send a post-call note from A-Party’s device
	A-Party gets a confirmation that post-call note was sent. B-Party receives the post-call note as 1-to-1 Messaging (RCS message or SMS)

	5
	Send a post-voice message from A-Party’s device
	A-party gets confirmation that Post voice message was sent.B-Party received the post-voice message as Audio messaging
Note 1 :Post call notes can be sent to non rcs contacts (leveraging on sms)
Note 2 :Post call Voice messages cannot be sent to non rcs contacts 
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