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4.	Remote SIM Provisioning System Architecture
This section contains the functional description of the Remote SIM Provisioning system architecture for the Embedded UICC.
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This section describes the internal high-level architecture of the eUICC. The eUICC architecture is similar to that used in the GSMA Remote SIM Provisioning of Embedded UICC Technical specification [8]. Profiles are provisioned based on the security framework defined in the GlobalPlatform Card Specification [9].
[image: ] [image: ]
[bookmark: _Ref447276605]: Schematic Representation of the eUICC 
[…]
[bookmark: _Toc504031493][bookmark: _Toc504403335][bookmark: _Toc529278152]4.2	Interfaces
[image: ][image: ]
: Interfaces on the eUICC Architecture with the LPA in the Device Configuration
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The ES25 interface is used between the LUI in the eUICC and the UIMe to transfer End User related information. This interface uses one of the following options:
· The LUI uses CAT commands (e.g. CAT menu navigation) as defined in ETSI TS 102 223 [XX] and the UIMe is the CAT interpreter. Besides the support of these commands, there are no additional requirements for the UIMe.
· The LUI uses SCWS as defined by OMA [YY] and the UIMe is a browser. Besides the support of these commands, there are no additional requirements for the UIMe.
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LPA functions are provided by the eUICC.
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: LPA in the eUICC
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