

	

	[image: Description: Description: gsma_logo_colour_rgb_sm]
	CRs to Remote Provisioning Architecture

	Document Title
	Adding profile size indication in Profile Metadata

	Source / Name
	Google Inc / Aguibou Barry

	Date of submission
	

	Submit to meeting number
	eSIMWG1 #3

	SGP.21 Draft version
	SGP.21 v3.0t

	Section number/s to insert content into.
	4.9

	Comments
	The present CR adds a new field in the profile metadata for including the MSISDN that is associated with the profile to be downloaded
The present CR does not address the methods that the Operator may use to provide the MSISDN to the SM-DP+ over the ES2+ interface.
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       Profile Metadata Requirements
	Req no.
	Description

	META1
	All Profiles SHALL have associated Profile Metadata.

	META2
	The Profile Metadata SHALL be stored in the eUICC. 

	META3
	The Profile Metadata SHALL be accessible irrespective of the state of the Profile. 

	META4
	The Profile Metadata SHALL include a field for the Service Provider name.
Note: EFSPN is already used in a different context outside of this specification and could be blank.

	META5
	The Profile Metadata SHALL include a field for the ICCID of the Profile.

	META6
	The Profile Metadata SHALL include a field for the End User nickname of the Profile.

	META7
	The Profile Metadata SHALL include a field for containing a short description of the Profile defined by the Operator/Service Provider.

	META8
	[Void]

	META9
	The Profile Metadata SHALL always be available to the LUI.

	META10
	The Profile Metadata SHALL include an OPTIONAL field to allow the display of an icon defined by the Operator/Service Provider for the respective Profile. 

	META11
	The Profile Metadata SHALL be able to include a copy of the Profile Policy Rules associated to the Profile.

	META11a
	The Profile Metadata SHALL be able to include a message that is to be displayed to the End User when the Profile contains a Profile Policy Rule.

	META12
	All Profiles SHALL be uniquely identified in the Profile Metadata as Operational, Provisioning or Test Profile.

	[bookmark: META13]META13
	An Operator SHALL be able to access and update the following Profile Metadata of its Profile using the ES6 interface if the Profile is Enabled:
Service Provider name
Short description of the Profile
Icon of the Profile
HR icon reference
List of Managing SM-DP+ and their respective authorisations to update individual Profile Metadata items
Polling Address
Profile Policy Rules (unset only)
Enterprise ID (access only)
Enterprise Name
Enterprise Rules
MSISDN
The content of the respective Profile SHALL reflect the updated Profile Metadata.

	META14
	The Profile Metadata SHALL include an OPTIONAL field (named HR icon reference) that enables access to high resolution icons. The icons MAY be hosted by the SM-DP+ that handles the Profile. 

	META15
	The HR icon reference SHALL allow the LPA to retrieve one or several icons for a Profile in the format(s) best suited for presentation on the user interface. Best fitting icons are intended to be shown during Profile download, Profile selection etc.

	META16
	The HR icon solution SHALL provide an option to allow the HR icon(s) to be provided during the Profile download procedure.

	META17
	The HR icon solution SHALL optimise the access to network resources.

	[bookmark: META14]META18
	The Profile Metadata SHALL include support for a list of Managing SM-DP+(s).

	META19
	The Profile Metadata SHALL be able to include a field for the Enterprise ID.

	META20
	The Profile Metadata SHALL be able to include a field for the Enterprise Name.

	METAXX
	[bookmark: _GoBack]The Profile Metadata SHALL include an optional field for the MSISDN. The MSISDN SHALL be structured as an International ITU-T E.164-number as defined in [add ITU-T E.164 reference]
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