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	Reason for change(s)
	eUICC handling of undefined metadata tags have been observed to vary from one product implementation to another.
Proposal is to define one tag that can be used by a RSP user to provide service-specific information . 
The format of this service-specific information is similar to the VendorSpecificExtension, with the following differences:
· the OID may e.g. be from the SP, the OEM or EUM
· the OID is optional to be added in this service-specific information
· a Boolean indicates the eUICC whether the OID and the service-specific data are to be stored in the eUICC for future retrieval with ES10c (getProfilesInfo) function





	Background



Clause 2.8 in SGP.22 defines the two following about extensible TAGs:
“EXTENSIBILITY IMPLIED means that types MAY have elements that are not defined in this specification. This means that decoders SHALL be able to handle values with unspecified tags, either by processing them if they know their value content, or ignoring them silently (without reporting an error) if they do not know them. This is useful when processing data definitions from a newer specification and to handle proprietary tag values.”
“As the eUICC cannot implement an off-the-shelf standard decoder, the requirement on extensibility SHALL not apply to the eUICC. In some cases the eUICC is even mandated to report undefined tags, see e.g. section 3.1.5 and 5.7.6”

Note that Clause 3.1.5 is the profile download error handling clause and the relevant text that defines the report undefined tags is as follow:
“If the eUICC receives a BPP segment with an unrecognized leading tag (see section 2.5.5) during Profile download it SHALL return status words of '6A 88' (Reference data not found) and SHALL not discard the download session state.”
Note that the leading tags are understood to be A0, A1, A2 and A3
Also note that for 5.7.6 is the ES10b.LoadBoundProfilePackage function, it actually means that if this function “is called with a TLV that is not expected according to the structure of the Bound Profile Package, the eUICC SHALL return the status words '6A 88' (Reference data not found) or '69 85' (Conditions of use not satisfied) as the response of the transport command defined in section 5.7.2.”

Proposals
Our understanding is that profile Metadata content ultimately belongs to service providers or manufacturers who should be able to define service specific fields that may or may not be interpreted by the LPA/eUICC.
Some eUICCs would handle unknown tags within the storeMetadataRequest sequence differently:
· Ignore the unknown tag and continue loading of profile package
· Do not ignore the unknown tag and return status code 6A 88 “Data Reference Not Found”
Unknow tags within the profile metadata field are a reality and may be used for several reasons e.g. but not limited to:
· EUM-specific information that the eUICC knows how to process
· Information relevant for the LPA to display to the end user but not for the eUICC 
· Information specific for the Device OS to know, but not for the eUICC to store

Proposal 1: allocate a tag that can be used by service providers or manufacturers across specification version to transmit service-specific information to the LPA and/or eUICC
Proposal 2: define a tag that indicates if the eUICC should store the service-specific information for future retrieval
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	Req no.
	Description

	META1
	All Profiles SHALL have associated Profile Metadata.

	META2
	The Profile Metadata SHALL be stored in the eUICC. 

	META3
	The Profile Metadata SHALL be accessible irrespective of the state of the Profile. 

	META4
	The Profile Metadata SHALL include a field for the Service Provider name.
Note: EFSPN is already used in a different context outside of this specification and could be blank.

	META5
	The Profile Metadata SHALL include a field for the ICCID of the Profile.

	META6
	The Profile Metadata SHALL include a field for the End User nickname of the Profile.

	META7
	The Profile Metadata SHALL include a field for containing a short description of the Profile defined by the Operator/Service Provider.

	META8
	[Void]

	META9
	The Profile Metadata SHALL always be available to the LUI.

	META10
	The Profile Metadata SHALL include an OPTIONAL field to allow the display of an icon defined by the Operator/Service Provider for the respective Profile. 

	META11
	The Profile Metadata SHALL be able to include a copy of the Profile Policy Rules associated to the Profile.

	META11a
	The Profile Metadata SHALL be able to include a message that is to be displayed to the End User when the Profile contains a Profile Policy Rule.

	META12
	All Profiles SHALL be uniquely identified in the Profile Metadata as Operational, Provisioning or Test Profile.

	[bookmark: META13]META13
	An Operator SHALL be able to access and update the following Profile Metadata of its Profile using the ES6 interface if the Profile is Enabled:
Service Provider name
Short description of the Profile
Icon of the Profile
HR icon reference
List of Managing SM-DP+ and their respective authorisations to update individual Profile Metadata items
Polling Address
Profile Policy Rules (unset only)
Enterprise ID (access only)
Enterprise Name
Enterprise Rules
The content of the respective Profile SHALL reflect the updated Profile Metadata.

	META14
	The Profile Metadata SHALL include an OPTIONAL field (named HR icon reference) that enables access to high resolution icons. The icons MAY be hosted by the SM-DP+ that handles the Profile. 

	META15
	The HR icon reference SHALL allow the LPA to retrieve one or several icons for a Profile in the format(s) best suited for presentation on the user interface. Best fitting icons are intended to be shown during Profile download, Profile selection etc.

	META16
	The HR icon solution SHALL provide an option to allow the HR icon(s) to be provided during the Profile download procedure.

	META17
	The HR icon solution SHALL optimise the access to network resources.

	[bookmark: META14]META18
	The Profile Metadata SHALL include support for a list of Managing SM-DP+(s).

	META19
	The Profile Metadata SHALL be able to include a field for the Enterprise ID.

	META20
	The Profile Metadata SHALL be able to include a field for the Enterprise Name.

	METAXX
	The Profile Metadata SHALL include an OPTIONAL field for service-specific information provided by a Service Provider.
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