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LIAISON STATEMENT

Title: Reply to GSMA LS on OTA LTE UE TRP and
TRS Requirements

Date: 2022-06-14
From (source): ETSI TC MSG TFES
Mr. Dominique Everaere

Contact(s): (dominigue.everaere@erisson.com)
MSGTFESsupport@etsi.org

To: Paul Gosden GSMA
GSMALiaisons@gsma.com

Copy to:

Response to: TSGAP63_003 / (TFES(21)068009

1. Overall description:

MSG TFES would like to thank GSMA TSGAP for their Reply LS on TFES(20)067025r5 related to the OTA
LTE UE TRP and TRS Requirements.

MSG TFES appreciates the attention that TSGAP has on this topic and its intent to be informed on the
publication of the specification EN 301 908-13 v13.2.1 capturing the TRP and TRS minimum requirements for
devices in the speech mode and being kept between hand and head. .

With this LS, MSG TFES would like to inform that EN 301 908-13 v13.2.1 was published in February 2022.

The EN 301 908-13 v13.2.1 has included the TRS and TRP minimum requirements in section 4.2.13 and
section 4.2.14 as following:

Table 4.2.13.2-1: TRS minimum requirements for E-UTRA FDD and TDD bands in the speech position
Beside Head Hand Left and Beside Head Hand Right (BHHL/BHHR) for the primary mechanical mode

Operating band Unit <REFIor>
Average
1 dBm/10 MHz -86
3 dBm/10 MHz -86
7 dBm/10 MHz -85,7
8 dBm/10 MHz -82,5
20 dBm/10 MHz -82,5
28 dBm/10 MHz -82,5
38 dBm/20 MHz -82,5
40 dBm/20 MHz -82,5
NOTE: Not applicable for carrier aggregation.

NOTE: The TRS minimum requirements are applicable for devices wider than or equal to 56 mm and narrower
than or equal to 72 mm as defined in ETSI TR 125 914 [Error! Reference source not found.].
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Table 4.2.14.2-1: TRP minimum performance requirement for E-UTRA FDD and TDD bands in the
speech position Beside Head Hand Left and Beside Head Hand Right (BHHL/BHHR)
for primary mechanical mode

Operating band Unit Power Class 3
Power (dBm)
Average

1 dBm/10 MHz 10,9

3 dBm/10 MHz 10,9

7 dBm/10 MHz 10,9

8 dBm/10 MHz 7,6

20 dBm/10 MHz 7,6

28 dBm/10 MHz 7,6

38 dBm/20 MHz 10,9

40 dBm/20 MHz 10,9

NOTE: Not applicable for carrier aggregation.

NOTE: The TRP minimum requirements are applicable for devices wider than or equal to 56 mm and narrower
than or equal to 72 mm as defined in ETSI TR 125 914 [Error! Reference source not found.].

3. Date of next meetings of the originator:

19 — 21 September 2022 MSGTFES#73 (LANNION, FRANCE)
30 — 31 January 2023 MSGTFES#74 (ROME, ITALY)
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