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Document Summary 
Official Document Number,  Document Title and Version Number  
TS.62 UE Requirements related to network slicing using URSP Specification (v0.7)
Official Document Type
Non-binding Permanent Reference Document
Change Request Security Classification
Non-confidential
Is this a new document or a Major or Minor Change?
Major Change
Will this Change Request result in a Major or Minor version update?
Major version update
This document is for
Approval
Input Editor and Organisation
Salman, Verizon
Additional Contributors

Issuing Group/Project
TSGNS
Approving Group/Project
TSG
Change Request Creation Date
2022-06-20
What are the reasons for and benefits of creating this new document or Change Request?
Update the document as the comments from TSGNS#06 meeting.  
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	TS62_3.1.1_REQ_002
	In the request for a network connection from an application, the OS shall provide a means to the application to indicate whether that connection should be specific to its OSAppId as defined in 3GPP TS 23.503.

Minimum Applicability: Modem-Centric Type 1 UE
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[bookmark: _Toc96606862]3.2.1 5G application requirements
	TS62_3.2.1_REQ_002
	In the request for a network connection from an application, the OS shall provide a means to the application to indicate whether that connection should be specific to its OSAppId as defined in 3GPP TS 23.503.

Minimum Applicability: OS-Centric Type 1 UE
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