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The following is Bound SPB image download procedure in Section 12.3.3.2 of ETSI TS 103 666-2.
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Steps (6) to (17) describe that it is optional for the LBA to fetch SPB Metadata before downloading the SPB Image (that also contains the same SPB Metadata). The CR proposes fetching SPB Metadata and getting End User consent by the LBA when downloading the Telecom Bundles conforming to SGP.51. The CR also describes the contents of the SPB Metadata of the Telecom Bundles conforming to SGP.51.
== End of NOTE 1==


== NOTE 2 ==
The following ASN.1 definition is from ETSI TS 103 666-2 v0.13:
--
SpbMetadata ::= SEQUENCE 
{
	aSpbId UUID, -- Identifier of the Secondary Platform Bundle
	aSpbFamilyId UUID, --Family identifier of the Secondary Platform Bundle
	aCustodianOid OBJECT IDENTIFIER, -- OID of the custodian
	aFamilySpecificData ANY DEFINED BY aSpbFamilyId OPTIONAL, -- Metadata defined in this specification for the family identifier indicated by aSpbFamilyId
	aOidSpecificData SET OF OidSpecificInfoBlock OPTIONAL, -- a set of metadata defined by a custodian(s) for the family identifier indicated by a SpbFamilyId
}

OidSpecificInfoBlock ::= SEQUENCE
{
	aOid OBJECT IDENTIFIER, -- OID of an organization
	aOidSpecificInfo ANY DEFINED BY aOid OPTIONAL
}
--
== End of NOTE 2, changes follow ==


1 Introduction
[...]
[bookmark: _Toc10766416]1.5	Terms
The following terms are used throughout this document:
	Term 
	Description

	Active State
	The Secondary Platform is running.

	Enabled State
	The Secondary Platform Bundle can be activated.

	Disabled State
	The Secondary Platform Bundle cannot be activated.

	Deleted stateState
	The Secondary Platform Bundle and all its data are permanently deleted from the iSSP.*

	eUICC
	A removable or non-removable UICC which enables the remote and/or local management of Profiles in a secure way.
Note: The term originates from “embedded UICC”.

	M2M Telecom Bundle
	A Telecom Bundle that, once installed on an iSSP, is functionally equivalent to an eUICC as described in SGP.01 and SGP.02 containing an M2M eUICC OS.

	Operational Standalone Telecom Bundle	Comment by Samsung: SGP.21 defines Operational Profile as: "A combination of Operator data and applications to be provisioned on an eUICC for the purpose of providing services by the Operator. The Profile SHALL be in support of a Subscription with the relevant Operator and allow connectivity to a mobile network. Applications MAY be included to provide non-telecommunication services."

	A Standalone Telecom Bundle for the purpose of providing services by the Service Provider.

	Profile 
	A combination of data and applications to be provisioned on an eUICC for the purpose of providing services as defined in SGP.21.
Editor’s note: Need to consider M2M equivalent.

	Profile Metadata
	As defined by GSMA PRD SGP.21.

	Provisioning Standalone Telecom Bundle	Comment by Samsung: SGP.21 defines Provisioning Profile as: "A combination of Operator data and applications to be provisioned on an eUICC for the purposes of providing connectivity to a mobile network solely for the purpose of the provisioning of Profiles on the eUICC."

	a Standalone Telecom Bundle for the purpose of providing connectivity to a mobile network for the purpose of the provisioning and managing SPBs on the SSP.

	RSP Telecom Bundle
	A Telecom Bundle that, once installed on an iSSP, is functionally equivalent to an eUICC as described in SGP.21 and SGP.22 containing an RSP eUICC OS.

	Secondary Platform Bundle (SPB) Metadata
	As defined by ETSI TS 103 465.

	Secondary Platform Bundle (SPB) Image
	As defined by ETSI TS 103 666-2.

	Service Provider
	As defined by GSMA PRD SGP.21.

	Service Provider Message
	As defined by GSMA PRD SGP.21.

	SSP
	A Smart Secure Platform as defined in [X].

	SSP Device
	User equipment used in conjunction with an iSSP to connect to a mobile network. e.g. a tablet, wearable, smartphone or handset.

	SSP Profile
	This can be either a Profile as defined in SGP.21 and SGP.22 or a Standalone Telecom Bundle.

	Standalone Telecom Bundle
	A Telecom Bundle that is functionally equivalent to a traditional UICC.

	Telecom Bundle
	As defined by ETSI TS 103 465. In the context of this specification, either a Standalone Telecom Bundle, an RSP Telecom Bundle, or an M2M Telecom Bundle.

	Test Standalone Telecom Bundle	Comment by Samsung: SGP.21 defines Test Profile as: "A combination of data and applications to be provisioned on an eUICC to provide connectivity to test equipment for the purpose of testing the Device and the eUICC. A test Profile is not intended to store any Operator Credentials."

	A Standalone Telecom Bundle for the purpose of testing the Device and SSP. A Test Standalone Telecom Bundle is not intended to store any Subscription Credentials.

	UICC
	TBD
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3.	Requirements
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3.3	Telecom Bundle
[...]
[bookmark: _Toc10766425]3.3.X	SPB Metadata of a Telecom Bundle
This section contains the requirements regarding the content of a SPB Metadata of a Telecom Bundle in the context of this document.
Editor's Note: Updatability and responsibility of each field in the SPB Metadata is FFS.

	Req no.
	Description

	TBM1
	The SPB Metadata of a Telecom Bundle SHALL include a field to classify a Telecom Bundle as a Standalone Telecom Bundle, an RSP Telecom Bundle, and an M2M Telecom Bundle.

	TBM2
	The SPB Metadata of a Standalone Telecom Bundle SHALL include a field to classify a Standalone Telecom Bundle as an Operational Standalone Telecom Bundle, a Provisioning Standalone Telecom Bundle, and a Test Standalone Telecom Bundle.

	TBM3
	The SPB Metadata of a Standalone Telecom Bundle SHALL include the name of the Service Provider that provided the Telecom Bundle.

	TBM4
	The SPB Metadata of a Standalone Telecom Bundle SHALL include the short description of the Telecom Bundle.

	TBM5
	The SPB Metadata of a Standalone Telecom Bundle MAY include the nickname of the Telecom Bundle.

	TBM6
	The SPB Metadata of a Standalone Telecom Bundle MAY include the icon of the Service Provider that provided the Telecom Bundle.

	TBM7
	The SPB Metadata of a Standalone Telecom Bundle MAY include the Service Provider Message to be confirmed by the End User to download the corresponding SPB Image.

	TBM8
	The SPB Metadata of an RSP Telecom Bundle SHALL include the Profile Metadata of the Profile(s) contained in the RSP Telecom Bundle.

	TBM9
	With regard to TBM8, the Profile Metadata in the SPB Metadata of an RSP Telecom Bundle SHALL include the up-to-date Profile Metadata of the RSP Profile(s) contained in the RSP Telecom Bundle.

	TBM10
	The SPB Metadata of an RSP Telecom Bundle SHALL include the RSP specification version number of the RSP eUICC OS.


Table X1: SPB Metadata of a Telecom Bundle Requirements
[bookmark: _Toc10766426]3.4	LBPA
This section contains the requirements regarding the LBA.
	Req no.
	Description

	LBA1
	With regard to the SPB download procedure for a Telecom Bundle defined in ETSI TS 103 666-2 [xx], the LBA SHALL first download the  SPB Metadata of the Telecom Bundle before downloading the SPB Image.

	LBA2
	If the SPB Metadata of a Telecom Bundle includes the Service Provider Message, the LBA SHALL display it to the End User when obtaining the End User consent before downloading the SPB Image.
NOTE: The Service Provider Message is not presented to the End User if the SPB Metadata does not indicate the End User consent is required to download the SPB Image.


Table 3: LBA Requirements
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