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	Comments
	A number of requirements explicitly prohibit extension, differentiation, and innovation on the device
For example, APIs into the LPA are not permitted. Nonetheless, multiple platforms (e.g., Android, iOS, Windows) provide some form of LPA API in v2
In contrast the SM-DP+ and ES2+ is explicitly defined to be extensible.
A good standard acts as a floor, providing a foundation for innovation and differentiation that drives the technology and the industry forward. By contrast, SGP.21 defines a ceiling that constrains what a device manufacturer can offer.
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4.7.1	Device Reset Requirements
	Req no.
	Description

	FAC1
	It SHALL be possible for the End User to perform any type of Device reset without affecting the status of the eUICC.
Altenative: It SHALL be possible for the End User to perform any type of a Device reset without affecting the status of the eUICC.




4.12	Local Profile Assistant (LPA)
4.12.3	LPA Requirements
	Req no.
	Description

	LPA40
	There SHALL only be one LPA on the Device.
There SHALL be at most one LPA on the Device to communicate per eUICC.


4.15.5	LPA Certification Requirements
	Req no.
	Description

	CERTLPA2
	The certification process SHALL ensure that Local Profile Management Operations are sent by authorised LPA elements only. [Void]


5	Operational Procedures 
5.1	LPA Initiated Download
5.1.1	LPA Initiated Download Requirements
	Req no.
	Description

	LID2
	In the context of LID1, if both a Root SM-DS and a default SM-DP+ address are populated, the LPA SHALL first contact the SM-DP+ and then SM-DS to initiate a Remote SIM Provisioning transaction.

Altern: In the context of LID1, if both a Root SM-DS and a dDefault SM-DP+ address are populated, the LPA SHALL first contact the Root SM-DS SM-DP+ and then SM-DS Default SM-DP+ to initiate a Remote SIM Provisioning transaction.


5.2	Profile Download with Activation Code
5.2.1	Activation Code Requirements
	Req no.
	Description

	[bookmark: AC6]AC6
	All Activation Code procedures SHALL be implemented natively as part of the LPA.[Void]

	[bookmark: AC10][bookmark: _GoBack]AC10BAS9
	The Activation Code procedure SHALL be used for the sole purpose of downloading a Profile package to the targeted eUICC. The Activation Code procedure SHALL prevent sending IMEI and EID information to a non-authenticated SM-DP+.
The RSP Session SHALL prevent sending IMEI and EID information to a non-authenticated RSP Server.
NOTE: This requirement will be moved to other section.
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	The Activation Code SHALL uniquely identify the SM-DP+Operator/Service Provider. It SHALL be possible for the Activation Code to be uniquely linked to an individual Operator/Service Provider.
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