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The following roles are recognised:
	Role 
	Description

	Discovery Service
	An entity providing the address of a Remote SIM Provisioning System to the device.



[…]
A.2.1	Consumer Use Cases
[…]
A.2.1.X	Provisioning of a Telecom Package using an activation code
A.2.1.X.1	Brief Description
· An End User receives an activation code from the Mobile Service Provider and uses it to download a Telecom Package into their device.
A.2.1.X.2	Roles
· End User
· Mobile Service Provider
· Remote SIM Provisioning System
A.2.1.X.3	Pre-Conditions
· None.
A.2.1.X.4	Basic Flow
· The End User enters the activation code using the provisioning UI (by scanning it, by typing, etc.). This starts the download process.
· If the Device supports Telecom Bundles and the Remote SIM Provisioning System has a suitable Telecom Bundle available: The Telecom Bundle is downloaded to the device.
A.2.1.X.5	Alternate Flows
A.2.1.X.5.1	Alternate Flow 1
· The End User enters the activation code into the provisioning UI (by scanning it, by typing, etc.). This starts the download process.
· If the Device supports Telecom Bundles and the Remote SIM Provisioning System either has no suitable Telecom Bundle available or only supports Profile Download: A suitable Profile is downloaded to the device.
NOTE:	This flow requires an RSP Bundle to be available on the device. It is for eSIM WG2 to define whether this is already pre-loaded or provided by some other means.
A.2.1.X.5.2	Alternate Flow 2
· If the End User enters the activation code into the LPA of an RSP device: This results in the download of an RSP Profile from the Remote SIM Provisioning System.
A.2.1.X.6	Exception Flows
· None.
A.2.1.X.7	Post Conditions
A.2.1.X.7.1	Success Conditions
· The mobile services related to the activation code are available to the End User.
A.2.1.X.7.2	Failure Conditions
· None.
A.2.1.Y	Provisioning of a Telecom Package using a Discovery Service
A.2.1.Y.1	Brief Description
· An End User has their device present in the shop of the Mobile Service Provider. The  Mobile Service Provider scans an identification value, which is forwarded to a Discovery Service. The device later contacts the Discovery Service which results in the download a Telecom Package into the device.
A.2.1.Y.2	Roles
· End User
· Mobile Service Provider
· Remote SIM Provisioning System
· Discovery Service
A.2.1.Y.3	Pre-Conditions
· None.
A.2.1.Y.4	Basic Flow
· An identification value of the device (which may be printed on the package or displayed on the screen) is scanned (or transmitted in some other way, e.g. by typing) in the shop of the Mobile Service Provider and linked to the download request of the End User.
· This identification value together with the address of the Remote SIM Provisioning System are forwarded to the Discovery Service.
· Later (upon power up or upon an End User action), the device contacts the Discovery Service with its identification value and retrieves the address of the Remote SIM Provisioning System.
· The device contacts the Remote SIM Provisioning System.
· Dependent on the capabilities of the Device and the Remote SIM Provisioning System, the flow continues as for the basic flow or for alternative flows 1 or 2 in the activation code use case.
A.2.1.Y.5	Alternate Flows
· See above.
A.2.1.Y.6	Exception Flows
· None.
A.2.1.Y.7	Post Conditions
A.2.1.Y.7.1	Success Conditions
· The mobile services as agreed in the shop of the Mobile Service Provider are available to the End User.
A.2.1.Y.7.2	Failure Conditions
· None.
A.2.1.Z 	Provisioning of a Telecom Package using an advanced activation code
A.2.1.Z.1	Brief Description
· An End User receives an advanced activation code from the Mobile Service Provider and, after an initial dialog on the Mobile Service Provider’s portal, uses it to download a Telecom Package into their device.
A.2.1.Z.2	Roles
· End User
· Mobile Service Provider
· Remote SIM Provisioning System
A.2.1.Z.3	Pre-Conditions
· None.
A.2.1.Z.4	Basic Flow
· The End User enters the advanced activation code using the provisioning UI (by scanning it, by typing, etc.). This starts a dialog on the Mobile Service Provider’s portal. At the end of the dialog, the download process is started.
· Dependent on the capabilities of the Device and the Remote SIM Provisioning System, the flow continues as for the basic flow or for alternative flows 1 or 2 in the activation code use case.
A.2.1.Z.5	Alternate Flows
· See above.
A.2.1.Z.6	Exception Flows
· None.
A.2.1.Z.7	Post Conditions
A.2.1.Z.7.1	Success Conditions
· The mobile services as agreed on the Mobile Service Provider’s portal are available to the End User.
A.2.1.Z.7.2	Failure Conditions
· None.
A.2.1.W 	Provisioning of a Telecom Package using a Mobile Service Provider’s app
A.2.1.W.1	Brief Description
· An End User uses an app of the Mobile Service Provider to initiate the download of a Telecom Package into their device.
A.2.1.W.2	Roles
· End User
· Mobile Service Provider
· Remote SIM Provisioning System
A.2.1.W.3	Pre-Conditions
· The app of the Mobile Service Provider is installed in the device.
A.2.1.W.4	Basic Flow
· Upon app specific interactions of the End User with the Mobile Service Provider, the app initiates the download of a Telecom Package.
· Dependent on the capabilities of the Device and the Remote SIM Provisioning System, the flow continues as for the basic flow or for alternative flows 1 or 2 in the activation code use case.
A.2.1.W.5	Alternate Flows
· See above.
A.2.1.W.6	Exception Flows
· None.
A.2.1.W.7	Post Conditions
A.2.1.W.7.1	Success Conditions
· The mobile services as agreed via the app of the Mobile Service Provider are available to the End User.
A.2.1.W.7.2	Failure Conditions
· None.
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