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	Comments
	There are non-technical requirements on the use of provisioning profiles by the party that is paying for them. 
· e.g., in v2, they can be used only for SM-DS event retrieval and profile download 
· Additional OEM use cases (e.g., for device setup/activation) are not allowed
· These are business considerations that should be determined by contractual agreements, not blanket requirements
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4	Remote SIM Provisioning System Architecture
4.8	Profile Requirements
4.8.2	Provisioning Profile Requirements
	Req no.
	Description

	PPRO2
	A Provisioning Profile MAY be enabled by the LPA upon End User request for operations defined in PPRO6 if establishment of the connectivity using the currently Enabled Profile is unsuccessful. If this results in an Operational Profile being disabled, the End User SHALL SHOULD first give consent to this disabling of the Operational Profile and/or loss of communication provided by the Enabled Profile.
Alternative: Provisioning Profile is visible for the End User and End User intent is not required.
Alternative: there is an Indication to the End User that the Operational Profile is no longer active .
Alternative: an option on the Device that the End User can set to indicate whether the Provisioning Profile could be switched automatically in case of no connectivity.
[bookmark: _GoBack]A Provisioning Profile MAY be enabled by the LPA if establishment of the connectivity using the currently Enabled Profile is not adequate for an operation. If activation of the Provisioning Profile requires the current enabled Profile to be switched off, there SHALL be an indication to the End User that the Operational Profile is no longer active.

The Device SHALL support a setting to allow the End User to configure whether the Provisioning Profile could be switched automatically or not in case of no connectivity.

If the End User configures the mechanism to avoid automatic switching of the Provisioning Profile, and if the result of enabling a Provisioning Profile is Operational Profile being disabled, the End User SHALL first give consent to this disabling of the Operational Profile and/or loss of communication provided by the Enabled Profile

	[bookmark: PPRO7]PPRO6
	The use of the Provisioning Profile SHALL be determined by the agreement between the Operator and the Subscriber. 
Provisioning Profile SHALL only SHOULD at least be used for the intended purposes of Profile downloading and related Profile maintenance functions.The Provisioning Profile SHOULD NOT be used to support Subscriber originated/terminated traffic. The Provisioning Profile SHALL NOT be used as an Operational Profile. 

Alternative: The use of the Provisioning Profile shall be determined by the agreement between the Operator and the Subscriber. 
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