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	Comments
	Interoperability between RSP Telecom Bundles and iSSP platforms is a key feature to maintain general applicability and interworking of bundles across the SSP ecosystem. Like classical UICCs are interoperable with any conformant device and eUICC profiles are working on any eUICC, RSP Telecom Bundles shall generally operate on any SSP. A related requirement is missing.

Not having this basic interoperability would render the SSP ecosystem unmanageable for MNOs and OEMs when a wider portfolio of target SSP devices is envisaged.
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3.2 RSP Telecom Bundle
This section contains the requirements regarding the management of an RSP Telecom Bundle.

	Req no.
	Description

	RSPB1
	An RSP Telecom Bundle SHALL comply with the requirements for an eUICC described in SGP.21 and SGP.22, with the exceptions explicitly mentioned in this document. 

	RSPB2
	An iSSP SHALL be able to host and manage RSP Telecom Bundles.

	RSPB2X
	There shall be a Telecom Bundle Class to classify a Telecom Bundle as an RSP Telecom Bundle.

	RSPB2Y
	RSP Telecom Bundles and iSSPs shall be interoperable so that any RSP Telecom Bundle can be downloaded and installed on any iSSP (memory permitting) and be fully functional to the extent supported by the iSSP.

	RSPB3
	If Enabled or Active, an RSP Telecom Bundle SHALL be able to download and install a Profile sent from any SM-DP+ subject to technical compatibility.

	RSPBX1
	The metadata of each SSP Profile SHALL be accessible by the LBA regardless of the state of the SSP Profile to allow the End User to manage it along with other SSP Profiles.

	RSPBX2
	The End User SHALL be able to manage any kind of SSP Profile in a common way.	Comment by Autor: The discussion here is whether we want to specify mention ‘a common UI’ or not


Table 2: RSP Telecom Bundle Requirements
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