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Summary of the Proposed Document Change(s) or Addition(s):
1. Align the contents of the table with the text immediately above the table. Examples in a specification need to be a MAY requirement.  
Benefits as a Result of the Changes
Assessment of the Impact
Corrects mistakes and clarifies
Analysis of the Device Hardware Implication
No impact.
Analysis of the Device Software Implications
No impact.
Analysis of the Compliance Test & Interop Implications
No impact.
New Referenced Documents Resulting from Change
No impact.
Attachments
None.

Start of Proposed Document Change(s) or Addition(s)
[bookmark: _Toc11071585][bookmark: _Toc16506726]3 The Requirements of AI Mobile Device
[bookmark: _Toc11071586][bookmark: _Toc16506727]3.1 Hardware requirements
AI mobile device hardware is required to support AI software applications efficiently.
Example hardware performance measurements can be found in the Table below TS.47_3.1_REQ_001 to TS.47_3.1_REQ_004 using the modified VGG network.

	Example Requirements

	TS47_3.1_REQ_001
	An AI mobile device SHALL MAY have a minimum of [1] int8 TOPS.

	TS47_3.1_REQ_002
	An AI mobile device SHALL MAY have a minimum of [0.5] float16 TOPS

	TS47_3.1_REQ_003
	An AI mobile device SHALL MAY have a minimum of [0.5] int8 TOPS/Watt.

	TS47_3.1_REQ_004
	An AI mobile device SHALL MAY have a minimum of [0.3] float16 TOPS/Watt.
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