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2.5.1 Conformance requirements
The conformance requirements for Mobility in RRC_IDLE and RRC_Connected Mode are specified in the table below:

	TS.39_2.5.1_REQ_001
	CAT-NB, CAT-M  device SHALL follow Cell Reselection Procedure as defined in 3GPP TS 36.304, TS 36.300, and TS 36.331 

	TS.39_2.5.1_REQ_002
	CAT-M device SHALL follow Handover Procedure as defined in 3GPP  TS 23.401, TS 36.300, and TS 36.331 

	TS.39_2.5.1_REQ_003
	EC-GSM-IoT device SHALL follow Cell Reselection Procedure as defined in 3GPP TS 45.008 and TS 44.018 

	TS.39_2.5.1_REQ_004
	CAT-NB device supporting RRC connection re-establishment for User Plane CIoT EPS Optimization SHALL follow RRC Connection Re-establishment Procedure as defined in 3GPP TS 36.304, TS 36.300, and TS 36.331 upon detection of Radio link failure

	TS.39_2.5.1_REQ_005
(3GPP Release 14 or later)
	CAT-NB device supporting RRC connection re-establishment for Control Plane CIoT EPS Optimization SHOULD SHALL follow RRC Connection Re-establishment Procedure as defined in Release 14 or later version of 3GPP TS 36.304, TS 36.300, and TS 36.331 upon detection of Radio link failure
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