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SM-DP+ behavior on version interoperability and 5G support

Overview
The GSMA eSIM Team has been made aware of issues on version interoperability and early 5G deployment of eSIM products. The purpose of this Application Note is to provide guidance to avoid or resolve these issues.

Details of Issues
The following issues have been observed:
· Some SM-DP+ are rejecting eUICCs that report a higher version of SGP.22 than the SM-DP+. For example: a v2.1 or v2.2 SM-DP+ is rejecting a 2.2.1 or 2.2.2 eUICC.

· Some SM-DP+ are rejecting the Device or eUICC capabilities’ ASN.1 payload if they contain entries that the SM-DP+ does not know. The correct behavior is to ignore additional entries it does not know, not reject the ASN.1 payload, specified defined in section 2.8 of SGP.22 v2.2[footnoteRef:1]. [1:  This means that decoders SHALL be able to handle additional values with unspecified tags, either by processing them if they know their value content, or ignoring them silently (without reporting an error) if they do not know them.] 


· SGP.22 v2.2.2 defines new fields in the eUICC and Device capabilities denoting 5G support. At the present date (Apr. 2020), however, there is no compliance program for the SIMalliance Profile Package specification [SAIP] v2.3.1 (or higher), which defines the 5G profile package format. Consequently 5G-supporting eUICCs cannot claim compliance to SAIP v2.3.1. If the eUICC and Device indicate support for the 5G capabilities, but the SM-DP+ determines eligibility for 5G profiles based only upon the eUICC's SAIP version, then the SM-DP+ will not provide a 5G profile even though the Device and eUICC can support it.

GSMA is reviewing how these requirements can be explicitly tested. 

Compliance Considerations
The following compliance considerations apply to the SM-DP+
· SGP.22 v2.x specifications are designed to be interoperable in between different minor/revision versions. Therefore an SM-DP+ that is compliant to any minor version of SGP.22 v2 shall accept connection requests from the eUICCs with the same major version but different minor/revision versions.

· An SM-DP+ that is compliant to SGP.22 v2 shall accept ASN.1 payloads containing additional fields that the SM-DP+ does not understand, as defined in section 2.8 of SGP.22 v2.2.

· An SM-DP+ that supports 5G profiles should be able to release 5G profiles to devices that claim 5G support in both eUICC capability (uiccCapability) and Device capability (deviceCapability) as defined in SGP.22 v2.2.2, regardless of the SAIP version claimed by the eUICC.
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