NEW WORK ITEM PROPOSAL

This form allows organisations to put forward a proposal for a new Work Item within the eSIM group. 


1. Originating Organisation (Mandatory)
Google Inc / Aguibou Barry

2. Supporting individual companies (Mandatory)
In Alphabetical Order:
· Apple
· Arm
· BMW Group
· Charter Communications
· Google Inc.
· Huawei
· IDEMIA
· LG
· Mobily
· Motorola (Lenovo)
· NXP
· Samsung
· Sony
· Reliance JIO
· Samsung
· STMicroelectronics
· Telna
· Thales Group
· Truphone Limited
· Valid
· Xiaomi
· 
3. Work item (Mandatory)
Supporting multiple enabled profiles in eUICCs

4. Problem or Opportunity (Mandatory)
The present work item proposes to update the relevant Permanent Reference Documents to support multiple enabled profiles from a single eUICC.

Some modems provide the capability to the End User to connect two SIM Cards at the same time. Dual SIM penetration varies by region (very high in regions like China/India to lower in North America) and has traditionally been more present in low to mid-tier devices. In recent years, Dual SIM capabilities have been increasingly adopted in mid-tier to high-end mobile phones. 


Mobile devices have begun to integrate the eUICC in mobile phones with Dual-SIM capable modems, where the removable SIM Card connects to the first ISO 7816 slot and the eSIM connects to the second ISO 7816 slot provided by the Dual-SIM capable modem. While in the near future removable SIM slots may no longer be present in some mobile devices, the consumer need for Dual-SIM capable devices will still remain.	

Take note about the work on-going on 3GPP SA2 Multi Active USIM (MUSIM)  for Release 17.


For some device OEMs, the addition of a second eUICC is not a possible product decision they can make without:
· More confusing user experience as the LPA needs to decide on which eUICC to install the profiles so that the user can have Dual-SIM mode
· Increased supply chain management complexity as two EIDs should be provided to the Telecom Service Provider who then needs to explain to the user which EID needs to be scanned
· Increased cost of the device’s bill of material

In order to ensure that OEMs are able to design fit-for-purpose eSIM-capable devices, it is essential that the RSP architecture supports multiple enabled profiles from a single eUICC operating system.



5. Example Use Cases (Mandatory)

The key traditional drivers for End Users that leverage Dual SIM include, but are not limited to:
· The need to use a private line and a professional line at the same time
· The need for short-term access to a secondary line during travel outside their home countries
· The need to be connected with two different service providers due to network coverage consideration

The key new use cases that will leverage Dual SIM include but are not limited to:
· The need for a Telecom Service Provider to offload data to their 5G Access Network for providing a greater user experience
· The need for a Telecom Service Provider to offload data to an external CBRS network to reduce network congestion on the primary macro network


6. Work Plan (Optional)
To enable support of multiple enabled profiles from a single eUICC, the objectives of this work item are to:
· Add and update the architecture and requirements in SGP.21
· Add and update the technical realization in SGP.22
· Add and update the test cases in SGP.23
[bookmark: _GoBack]To consider liaising with ETSI SCP/GlobalPlatform for the work related to platform and the low level interface (e.g.: AID conflict)

