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	CHANGE REQUEST SUMMARY AND REASON FOR CHANGE

	A presence-based capability exchange request may not indicate the services that the originating client wants to obtain capabilities for. Such information would be relevant for routing purposes, especially in the context of interworking combined MMTel and messaging NNIs to separated NNIs. Therefore this CR proposes that the originating network should ensure that that information is available in the request.
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4.1 
4.1.1 
Presence Based
The present section focuses on the interworking between two networks supporting the capability and new user discovery mechanism based on Presence as described in [RCC.07] Section 2.6, “Capability and new user discovery mechanisms.”  As a general principle the capability discovery based on presence interworking between two IMS networks (IMS NNI) shall follow [IR.65].
The presence based capability discovery mechanism should follow the same general presence service NNI considerations as defined in Section 5 of this document. To support capability exchange, XDM interworking is not required. The originating network shall ensure that any SUBSCRIBE request sent on the presence service NNI identifies the set of services to which it applies through feature tags, ICSI and IARI values for those services included in the Contact header field of the request. If the request applies to services related to voice and video calling at least the MMTel ICSI shall be included. If the request applies to messaging, at least one of the messaging related feature tags or IARIs defined in [RCC.07] section 2.6.1.3 shall be included.
In addition to these guidelines, the Presence NNI shall comply to the rule that the only service descriptions allowed in the presence document are those described in [RCC.07] Section 2.6 “Capability and new user discovery mechanisms”, and Table “Complete SIP OPTIONS tag and Presence Service ID usage for RCS” in addition to any service description which has been registered against the relevant standardization or regulation bodies (for example OMA, GSMA). 
Finally, and as a general principle, those service descriptions associated to specific RCS services where no interworking agreement exists between the Service Providers shall not be included in the NNI service descriptions. For example, two Service Providers who support Chatbots, but have no interworking agreement covering that service. If that capability is then allowed to cross the NNI, the users get the impression that the service can be used between them even though that will likely not be possible.
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