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2 
2.1 
2.2 
2.3 
2.4 
Call Composer Services and Selection Rules
This document defines two implementations of the Call Composer service. The client shall provide the Call Composer service using
an Enriched Calling session as defined section 2.4.3
if the value of the configuration parameter COMPOSER AUTH defined in section 2.1.2 is set to "1", and, if based on the capability discovery, the called B-party supports the Call Composer service using Enriched Calling session, or
if the value of the configuration parameter COMPOSER AUTH defined in section 2.1.2 is set to "3" and
if a Multimedia Telephony service is not available for the call, or 
if, based on the capability discovery, the called B-party supports the Call Composer service using Enriched Calling session only.
the Multimedia Telephony session with Enriched Calling Composer elements as defined in section 2.4.4
if the value of the configuration parameter COMPOSER AUTH defined in section 2.1.2 is set "2" or "3", and
	if a Multimedia Telephony service is available for the call, and 
if, based on capability discovery, the B-party supports the Call Composer service using a Multimedia Telephony session.
In the Capability Discovery, see section 2.2, the UE shall indicate the availability of the services as follows:
the client shall indicate the availability of the Call Composer Service using an Enriched Calling session using the tags or Service Tuples defined in section 2.4.3 if 
the configuration parameter COMPOSER AUTH defined in section 2.1.2 is set to the value "1" or "3".	Comment by Tom Van Pelt: Should in principle be extended with availability of the call service in general
NOTE: 	On 2G/Edge, data Services during a voice call are only possible if device and the cellular network support Dual-Transfer Mode (DTM)
 the client shall indicate the availability of the Call Composer Service using the Multimedia Telephony session with Enriched Calling Composer elements if 
the Multimedia Telephony service is available for calls and 
the configuration parameter COMPOSER AUTH defined in section 2.1.2 is set to the value "2" or "3".
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Post-call procedures
The client shall provide the Post-call service if 
the configuration parameter POST CALL AUTH, defined in section 2.1.2, is set to the value "1" and
the service would target a called B-party that, based on the Capability Discovery, supports the Post-call service.
The Post-call service will use the following elements and is defined as a separate service:
	Element	
	Value / Description

	Value carried in an Accept-Contact or Contact header
	+g.3gpp.icsi-ref=”urn%3Aurn-7%3A3gpp-service.ims.icsi.gsma.callunanswered”

	Value carried in a P-Preferred-Service or P-Asserted-Service header
	urn:urn-7:3gpp-service.ims.icsi.gsma.callunanswered

	Service Tuple
	org.3gpp.urn:urn-7:3gpp-service.ims.icsi.gsma.callunanswered
Version: 1.0

	Service realisation type
	Enriched Calling service

	Enriched Calling service*
	Media type
	MSRP

	
	Auto accept 
	Yes

	
	Store & Forward
	Not required
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[bookmark: _Ref39833736]: Post-call service realisation
In the Capability Discovery, see section 2.2, the UE shall indicate the availability of the Call Composer Service using an Enriched Calling session using the tags or Service Tuples defined in Table 35 if the configuration parameter POST CALL AUTH, defined in section 2.1.2, is set to the value "1".
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Service Authorisation and rRealisation information
The client shall provide the Shared Map service if 
the configuration parameter SHARED MAP AUTH, defined in section 2.1.2, is set to the value "1" and
the UE is in an active call with the user the map would be shared with and
that call is not a multiparty call and
the B-party of that call supports the Shared Map service based on the Capability Discovery.	Comment by Tom Van Pelt: May not be required
NOTE1: 	On 2G/Edge, data Services during a voice call are only possible if device and the cellular network support DTM. 
NOTE2: 	The term active call is used to indicate that a voice call is not on-hold, waiting or forwarded/diverted. This limitation is not applicable for broadband access devices for the handling of a received capability request or an incoming invitation. The restrictions fully apply for outgoing requests.
	RCS Service
	Tag

	Value carried in an Accept-Contact or Contact header
	+g.3gpp.icsi-ref=”urn%3Aurn-7%3A3gpp-service.ims.icsi.gsma.sharedmap”

	Value carried in a P-Preferred-Service or P-Asserted-Service header
	urn:urn-7:3gpp-service.ims.icsi.gsma.sharedmap

	Service Tuple
	org.3gpp.urn:urn-7:3gpp-service.ims.icsi.gsma.sharedmap
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	Service realisation type
	Enriched Calling service

	Enriched Calling service*
	Media type
	MSRP

	
	Auto accept 
	No

	
	Store & Forward
	No
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In the Capability Discovery, see section 2.2, the UE shall indicate the availability of the Shared Map service using the tags or Service Tuples defined in Table 41 if 
the configuration parameter SHARED MAP AUTH, defined in section 2.1.2, is set to the value "1" and
if the Capability Discovery uses the SIP OPTIONS realisation, the client is in an active call with the B-party.
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Service Authorisation and rRealisation information
The client shall provide the Shared Sketch service if 
the configuration parameter SHARED SKETCH AUTH, defined in section 2.1.2, is set to the value "1" and
the UE is in an active call with the user the canvas would be shared with and 
that call is not a multiparty call and
the B-party of that call supports the Shared Map service based on the Capability Discovery.	Comment by Tom Van Pelt: May not be required
NOTE1: 	On 2G/Edge, data Services during a voice call are only possible if device and the cellular network support DTM. 
NOTE2: 	The term active call is used to indicate that a voice call is not on-hold, waiting or forwarded/diverted. This limitation is not applicable for broadband access devices for the handling of a received capability request or an incoming invitation. The restrictions fully apply for outgoing requests.
	RCS Service	
	Tag

	Value carried in an Accept-Contact or Contact header
	+g.3gpp.icsi-ref=”urn%3Aurn-7%3A3gpp-service.ims.icsi.gsma.sharedsketch”

	Value carried in a P-Preferred-Service or P-Asserted-Service header
	urn:urn-7:3gpp-service.ims.icsi.gsma.sharedsketch

	Service Tuple
	org.3gpp.urn:urn-7:3gpp-service.ims.icsi.gsma.sharedsketch
Version: 1.0

	Service realisation type
	Enriched Calling service

	Enriched Calling service*
	Media type
	MSRP

	
	Auto accept 
	No

	
	Store & Forward
	No


[bookmark: _Ref39835651]: Shared Sketch service realisation information 
In the Capability Discovery, see section 2.2, the UE shall indicate the availability of the Shared Sketch service using the tags or Service Tuples defined in Table 42 if 
the configuration parameter SHARED SKETCH AUTH, defined in section 2.1.2, is set to the value "1" and
if the Capability Discovery uses the SIP OPTIONS realisation, the client is in an active call with the B-party.
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