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Document Summary and Reason for Change
· With non static image user expierence of call composer can be still enhanced more by supporting animated Image and short videos
· With 5G the speed and the bandwidth is not an major issues so for 5G RAT in composer we can also support Video attaching in pre call screen
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1.1 
1.2 
1.3 
1.4 
1.4.1 
Picture transfer procedures
If a picture is sent as part of the Call Composer service, the picture is first uploaded to the HTTP Content Server using file upload procedures defined in section 4.2.2.1 of [PRD-RCC.07]. 
If the file upload cannot be completed the client may apply the upload resume procedure defined in section 4.2.2.2 of [PRD-RCC.07]. The file upload should start as soon as the picture is selected by the user and the B-Party has Enriched Call Capability. 
The client shall apply for the upload procedures for the call composer file to the HTTP Content Server, the configuration parameters defined in the Enriched Calling management object defined in section 2.1.
The format of the picture should be compliant with section 4.2 and 4.3 of [3GPP TS 26.141].
The format of the video should be compliant with section 5.3 and 5.4 of [3GPP TS 26.141].
In case the picture file size exceeds a recommended value of 80kB or in case its resolution would not give an advantage for displaying on a mobile screen, the picture should be resized before it is uploaded. 
In case the Video file size exceeds a recommended value of 80mB or in case its resolution would not give an advantage for displaying on a mobile screen, the video should be resized before it is uploaded. 
The A-Party may upload subsequent different pictures in case they decide to change the call composer picture to be displayed. If this change happens while the previous picture is still being uploaded, the A party shall cancel the ongoing upload.
-------------------------------------------------End of Change 1--------------------------------------------
-------------------------------------------------End of Change 2--------------------------------------------
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1.4.2.1 
1.4.2.2 
Receiver procedures
After the Call Composer Enriched Calling session is established, the receiving party needs to wait until the file information is received, which should be downloaded immediately, and/or the call composer information is received. The receiving party shall display all available information for the next incoming call, provided the call comes from the same user who sent the call composer information. The call composer session and the incoming call are correlated by matching the calling party identification information from the SIP/Call Composer session and the incoming CS or Multimedia Telephony call.
The originator calling party identity of the telephony call and the call composer session may be provided in various formats both in the home networks and when roaming. The receiving client shall therefore apply the following matching mechanism to determine whether an incoming telephony call corresponds to received call composer information:
If both the originator identity of the telephony call and the call composer session are phone numbers in an international format, the client shall compare all digits of the provided numbers to determine whether they match. 
If any of the originator identities is not in an international format, the client shall apply an enhanced matching mechanism between the originator identity from the telephony call and the call composer session, e.g. by comparing the 7 digits starting from the end of the number. It is left to the client implementation to apply an even more advanced matching algorithm to decrease the probability of false matches.
The client shall consider an originator identity to be in international format if:
for a CS call, the Type Of Number (TON) of the Calling Party BCD Number is set to “international” as defined in [3GPP TS 24.008].
for a Multimedia Telephony call, the P-Asserted-Identity of the SIP INVITE request contains either:
a tel URI starting with a “+” without phone-context i.e. a global number or 
SIP URI with user=phone parameter without a phone-context in the user part starting with a “+”
for a Call Composer session, the P-Asserted-Identity of the SIP INVITE request for call composer session contains either:
a tel URI starting with a “+” without phone-context i.e. a global number or 
SIP URI with user=phone parameter without a phone-context in the user part starting with a “+”
Examples:
The originator identity of the telephony call: +447123456789 (display string for an international format number)
The originator identity of the call composer session: +447123456789
· Matching result: Successful
when the applied enhanced matching algorithm is based on the 7 digits starting from the end of the number:
The originator identity of the telephony call: 006447123456789 (non-international format)
The originator identity of the call composer session: +447123456789
· Matching result: Successful
In case a picture has been sent as part of Call Composer via Enriched Calling session service, the receiver side will download the call composer picture file automatically as soon as it has received the link in the call composer picture XML. For download of the call composer picture the procedures in sections 4.2.3 of [PRD-RCC.07] apply. The receiver shall apply for the download of the call composer file from the HTTP Content Server, the configuration parameters defined in the Enriched Calling management object defined in section 2.1.
The call composer information shall be automatically accepted by the receiving side. This also includes the picture, which is limited in size.
For the initiation of the file download procedure, the client shall provide the values of the download parameters defined in section 4.2.3 of [PRD-RCC.07] as follows:
	Parameter
	Value

	url
	Value of "url" attribute of "data" element with the "type" attribute set to "file" of File Transfer message body

	Id
	Value of CPIM IMDN message-ID header if URI has been received in CPIM body

	Op
	Address of the originator of the Call Composer session in accordance with the definitions in section 2.5.2 of [PRD-RCC.07]. If SIP URI is present, then the SIP URI shall be used, otherwise the tel URI.

	Ci
	n/a


1. : Call Composer download parameters
If the client does not receive calling party identification with the next received call (e.g. due to calling line restriction services), then the call composer information shall not be displayed.
The client displays the call composer information when the Call Composer XML is received AND it matches the corresponding incoming CS or Multimedia Telephony call (as described above).
If a call composer picture received is Bitmap Grapichs or Video, the picute/video file should be continuously played  till the call is accepted or rejected.
If call composer information is received by the client but no matching call was received yet, it SHALL discard the call composer information after 30 seconds. 
If a call composer picture is received, but no call was received yet, the picture and the picture URL shall be stored by the client for at least 60 minutes. 
If the client has stored the picture but not the corresponding composer information, the call composer picture shall only be displayed if the picture URL is received within a subsequent call composer information associated with a call from the originator.
In the case when the B-Party answers the call before the call composer information arrives, the call composer information will be displayed during the call. 
-------------------------------------------------End of Change 2--------------------------------------------
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