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For the RCS Service Provider to enable the Enriched Calling Pre-Call features, they shall set the value of the COMPOSER AUTH configuration parameter (see sections 2.1.2 and 2.1.2.1 of [RCC.20] and sections A.1.5 and A.2.1 of [RCC.07]) to 1, 2 or 3, depending on the Call Composer services that are enabled.
In order for the RCS Service Provider to enable Enriched Calling In-call features they shall configure each service separately:
For “Live Video”, in order the RCS Service Provider to enable end to end IR.94/IR.51 conversational video call, it shall set:
· For the conversational video service over LTE and NR, the value of the configuration parameter Media_type_restriction_policy defined in section C.3 of [PRD-IR.94] and section C.3 of [NG.114] to enable the service over an EPC and/or a 5GC. This will enable both “Live Video” experience and initiating a Video Call “from scratch” experience.
· For the conversational video service over EPC-integrated Wi-Fi, the value of the configuration parameter Media_type_restriction_policy defined in section C.3 of [PRD-IR.94] and section B.3 of [PRD-IR.51] to enable Video over EPC-integrated Wi-Fi. This will enable both “Live Video” experience and initiating a Video Call “from scratch” experience.
For sharing any file, in order the RCS Service Provider to enable RCS File Transfer service it shall set correctly the values of the FT HTTP CS URI, FT HTTP CS USER and FT HTTP CS PWD parameters (see sections A.1.4. A.2.1 and A.2.4 of [RCC.07]). This will enable both in-call and outside of a call File Transfer experience.
For exchanging messages, in order the RCS Service Provider to enable 1-to-1 messaging it shall enable one of the acceptable options of messaging technologies as specified in section 5.3. This will enable both in-call and outside of a call messaging experience.
For Location Push, in order the RCS Service Provider to enable RCS Geolocation Push service it shall set the PROVIDE GEOLOC PUSH parameter (see sections A.1.7 and A.2.1 of [RCC.07]) to 1. This will enable both in-call and outside of a call RCS Geolocation Push service. When the messaging service is used to carry the location information, the RCS Service Provider shall enable one of the acceptable options of messaging technologies as specified in section 5.3. This will enable both in-call and outside of a call messaging for sending location information experience.
For live sketch on an image, in order the RCS Service Provider to enable Shared Sketch service it shall set the SHARED SKETCH AUTH parameter (see sections 2.1.2 of A.1.5 and A.2.1 of [RCC.2007]) to 1. This will enable in-call experience.
For live sketch on a map, in order the RCS Service Provider to enable Shared Map service it shall set the SHARED MAP AUTH parameter (see sections 2.1.2 A.1.5 and A.2.1 of [RCC.2007]) to 1. This will enable in-call experience.
In order for the RCS Service Provider to enable the Enriched Calling Post-Call features they shall set the value of the POST CALL AUTH configuration parameter (see sections 2.1.2 A.1.5 and A.2.1 of [RCC.2007]) to 1
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Requirements R12-10-1 shall be implemented locally on the device.
For requirement R12-10-2, section 2.9 3.1.4 of [RCC.2007] shall be taken into consideration. The client shall initiate in call services while being in a one to one call.
For requirement R12-10-3, section 12.7.1 of this document shall be taken into consideration. The in-call services that are supported for the different voice calling services shall be implemented locally on the device.
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Requirement R12-23-1 shall be implemented locally on the device. Sending and receiving of location push information during the call shall follow section 12.7.1 of this document (location push bullet).
For requirement R12-23-2, as per section 3.2.9.46 of [RCC.2007] an RCS Chat Message is used to convey the location information during a voice call. For Geolocation Push fallback scenarios during a voice call, the procedures described in section 5.3 shall apply. 
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