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3.1.7 Data Synchronization
Test purpose
To verify that the DUT can synchronize personal data to a different device or a cloud account properly.
Referenced Requirements
TS50_2.6.2.1_REQ_5
For additional REQ see mapping tables
Initial configuration
DUT is powered off
Test procedure
	
	Test procedure
	Expected behaviour

	1
	Power on the DUT and synchronize personal data to a different device or a cloud account.
	[bookmark: _GoBack]The personal data is transfer to a different device or a cloud account and the remote side can show the recorded personal data.



3.1.8 Generic Voice Call
Test purpose
To verify that the DUT can perform generic 2-way voice communication.
Referenced Requirements
TS50_2.6.2.1_REQ_6
For additional REQ see mapping tables
Initial configuration
DUT is powered off
Test procedure
	
	Test procedure
	Expected behaviour

	1
	Power on the DUT. 
	Ensure the DUT works in normal mode.

	2
	The DUT dials the number to perform 2-way voice communication.
	The DUT and callee can hear each other after callee answers the call.

	3
	The DUT drop the call to end 2-way voice communication.
	The 2-way voice communication is stopped and the DUT is back to normal mode.



3.1.9 Generic SMS
Test purpose
To verify that the DUT can perform SMS function properly.
Referenced Requirements
TS50_2.6.2.1_REQ_7
For additional REQ see mapping tables
Initial configuration
DUT is powered off
Test procedure
	
	Test procedure
	Expected behaviour

	1
	Power on the DUT.
	Ensure the DUT works in normal mode.

	2
	The DUT can receive short message.
	The DUT can display the received short message.

	3
	The DUT can send short message to the receiver.
	The DUT can send the short message to receiver (pre-defined or dynamic set) then back to normal mode.



3.1.10 Emergency Services
Test purpose
To verify that the DUT can perform emergency services.
Referenced Requirements
TS50_2.6.2.1_REQ_9
For additional REQ see mapping tables
Initial configuration
DUT is powered off
Test procedure
	
	Test procedure
	Expected behaviour

	1
	Power on the DUT. 
	Ensure the DUT works in normal mode.

	2
	The DUT dials the emergency number to perform emergency voice communication.
	The DUT and peer PSAP agent can hear each other after PSAP answer the emergency call.

	3
	The DUT drop the call to end emergency voice communication.
	The emergency voice communication is stopped and the DUT is back to normal mode.



Mapping of Test Cases to Requirements
4.5 Smart Watch
Various add-on functions were created but here this section remains focus on IoT communication based service experiences.
4.5.1 Kid’s Smart Watch
4.5.1.1 Service Procedure
	TC Number
	Requirement ID
	Test Cases
	Comments

	TC_4.5.1.1_1
	TS50_2.6.2.1_REQ_1
	Please refer to 3.1.1
	Attach and registration

	TC_4.5.1.1_2
	TS50_2.6.2.1_REQ_5
	Please refer to 3.1.7
	Data synchronization

	TC_4.5.1.1_3
	TS50_2.6.2.1_REQ_6
	Please refer to 3.1.8
	Generic voice communication

	TC_4.5.1.1_4
	TS50_2.6.2.1_REQ_7
	Please refer to 3.1.9
	Generic SMS

	TC_4.5.1.1_5
	TS50_2.6.2.1_REQ_8
	Please refer to 3.1.2.2
	On-demand location status report

	TC_4.5.1.1_6
	TS50_2.6.2.1_REQ_9
	Please refer to 3.1.10
	Emergency services

	TC_4.5.1.1_7
	TS50_2.6.2.1_REQ_10
	Please refer to 3.1.6
	Firmware upgrade



4.5.1.2 Service Performance
	TC Number
	Requirement ID
	Test Cases
	Comments

	TC_4.1.2_1
	TS50_2.2.2_REQ_1
	Please refer to 3.2.1
	

	TC_4.1.2_2
	TS50_2.2.2_REQ_3
	Please refer to 3.2.2
	



4.5.1.3 Battery Life Measurement
Battery life measurement test cases SHALL follow the test cases defined in GSMA PRD TS.09 [3].
4.5.1.4 OTA Performance
	TC Number
	Requirement ID
	Test Cases
	Comments

	TC_4.5.1.4_1 (TRP)
	
	Please refer to TS.51 Section 4
	

	TC_4.5.1.4_2 (TRS)
	
	Please refer to TS.51 Section 5
	



4.5.2 Sports Smart Watch
4.5.2.1 Service Procedure
	TC Number
	Requirement ID
	Test Cases
	Comments

	TC_4.5.2.1_1
	TS50_2.6.2.2_REQ_1
	Please refer to 3.1.1
	Attach and registration

	TC_4.5.2.1_2
	TS50_2.6.2.2_REQ_6
	Please refer to 3.1.7
	Data synchronization

	TC_4.5.2.1_3
	TS50_2.6.2.2_REQ_7
	Please refer to 3.1.8
	Generic voice communication

	TC_4.5.2.1_4
	TS50_2.6.2.2_REQ_8
	Please refer to 3.1.9
	Generic SMS

	TC_4.5.1.1_5
	TS50_2.6.2.1_REQ_9
	Please refer to 3.1.10
	Emergency services

	TC_4.5.1.1_6
	TS50_2.6.2.1_REQ_11
	Please refer to 3.1.6
	Firmware upgrade



4.5.2.2 Service Performance
	TC Number
	Requirement ID
	Test Cases
	Comments

	TC_4.1.2_1
	TS50_2.2.2_REQ_1
	Please refer to 3.2.1
	

	TC_4.1.2_2
	TS50_2.2.2_REQ_3
	Please refer to 3.2.2
	



4.5.2.3 Battery Life Measurement 
Battery life measurement test cases SHALL follow the test cases defined in GSMA PRD TS.09 [3].
4.5.2.4 OTA Performance
	TC Number
	Requirement ID
	Test Cases
	Comments

	TC_4.5.1.4_1 (TRP)
	
	Please refer to TS.51 Section 4
	

	TC_4.5.1.4_2 (TRS)
	
	Please refer to TS.51 Section 5
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