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1.1 
Scope
This PRD intention is guiding all the industry ecosystem – operators, vendors, OEMs and service providers–, to define a common solution for network capabilities exposure. As a first phase, the PRD will provide an end to end definition of the operator platform for edge computing support
This document intends to cover the following areas:
· Operator Platform requirements
· Focus on Edge Computing: The first phase will define edge computing exposure, integrating the network services to the application providers and enabling a simple and universal way of interacting towards edge computing platforms. 
· Open to new services: The definition shall allow the evolution of the platform to expose additional services going forward such as IPcomms networking slicing among others.
· Architecture and functional modules
· Reference architecture for edge computing: Definition of modular architecture involving the edge service.
· Reference interfaces: Definition of interconnection for the end-to-end service, between service providers to end users, network elements and federated platforms. As first approach, this document will focus on Northbound, Federation and User to Network interfaces.
· Mobility: Network and terminal integration shall allow service continuity against end user mobility in home and visited network.
· Standardization and open source communities
· Gap evaluation in the standards: The PRD shall analyse possible gaps in the current standards and identify which SDO shall be liaised to request the definition of each part of the architecture and functionalities detailed specifications, protocols and APIs.
· Detailed specification of architecture and APIs will be defined by SDOs, considering baseline specified on this PRD.
GSMA shall ensure that the end to end system is defined in a consistent fashion across SDOs.
· Open Source communities: The PRD should identify which existing open source organism is the most adequate to host a community that can handle the development of the Operator platform.
· Speed to market and resonance 
· Fit with established ecosystem: OP is defining the Mobile operator staging of a broader Cloud ecosystem, to meet tight market timing and minimise heavy lifting, it has to fit into existing structures and staging, enabling application providers to spin their existing capabilities into the Mobile Edge space.  Wherever possible, OP will reuse existing and established structures and processes.

The first version of this PRD focusses on the use of the Operator Platform to provide services to devices attached to their home network. It provides high level requirements that go beyond because they might influence the architecture choices, but it does not cover the following areas in depth:
service access by devices that are attached to networks other than their home network (e.g. roaming, Wi-Fi, etc.)
Access to OP services in a network different from the one to which the device is attached (e.g. those provided on another MNO's network). 
[bookmark: _GoBack]Low latency interaction between OP applications in different networks 
Local interfaces on the end user device
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