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Document Summary and Reason for Change
1. As per section R9-2-2, when Primary device is connected to mobile cellular network only, it can receive, reply, create send any of the services listed in R-3-4.
2. This is proposed to clarify further in using the forward/resend/delete actions also when connected to mobile cellular network only.
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[bookmark: _Toc268093867]9.2 User Stories and Feature Requirements

US9-2    As an RCS user with multiple RCS-enabled devices and interfaces, I shall
              have  available all the RCS messaging features that my RCS Service Provider 
              offers me on all of my devices or interfaces. 

  As an RCS user with multiple devices, I shall always receive communication
  on my primary device when connected to at least the cellular network
  regardless of the connectivity state of the secondary device(s) and 
  interface(s).

    NOTE: For some services this can mean only receiving notifications for the waiting
content (e.g. notification of an incoming File Transfer).

    R9-2-1    An RCS user with multiple RCS-enabled devices and interfaces shall be able
       to perform all of the following actions on all of these online devices and           
       interfaces.     

R9-2-1-1	Receive any of the services and any pertaining notifications listed in R9-3-4.

R9-2-1-2 	Reply to any of the services listed in R9-3-4.

R9-2-1-3 	Create and send any of the services listed in R9-3-4.

R9-2-1-4 	Forward, delete and resend any of the services listed in R9-3-4.    

-------------------------------------Start of Change 1------------------------------------------------------

R9-2-2 The primary mobile device shall also be able to perform the above actions from R9-2-1-1 and to R9-2-1-3  R9-2-1-4  when connected to mobile cellular network only (i.e. when
not connected to mobile data or Wi-Fi). In this case, it is acceptable that
functional limitations of the services apply (e.g. SMS limitations apply to text
messages).
-------------------------------------End of Change 1---------------- ---------------------------------------

NOTE: For some services, this may mean only receiving a notification about the
waiting content (e.g. notification of incoming File Transfer).

US9-3     As an RCS user with multiple RCS-enabled devices I shall have access to all
               my SMS/ MMS (if offered by the MNO), RCS 1-to-1 Messaging, RCS Group            
               Chat messages, message states and RCS-related content (including files and
               events related to services listed in R9-3-4) from any of my devices and                     
               interfaces. As a user, I shall be able to manage all of the above messages             
               and content in the same way on every device and interface (i.e. in the same                 
               way as on the primary device).

    R9-3-1     A user’s complete set of conversation histories shall be stored on a network
                    repository.

    R9-3-2     This store shall be used for RCS-enabled devices and interfaces to receive  
                    upto-date message and conversation histories.


    R9-3-3     All contents remotely stored shall be kept for an RCS Service Provider – 
                    configurable period of time and/or up to a configurable quota size per user.

    R9-3-4     A conversation history shall include all events that a user has sent and received
                    during that conversation on any of their devices and/or interfaces. An event can
                    be a message, a piece of content, or a message or content notification                   
                    associated with any of the following services the user has access to:

R9-3-4-1     SMS,

R9-3-4-2     MMS,

R9-3-4-3     1-to-1 messages,

R9-3-4-4     Group Chat messages,

R9-3-4-5     Geolocations,

R9-3-4-6     vCards,

R9-3-4-7     Audio Messages,

R9-3-4-8     Files.
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