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Service Provisioning
The OP shall enable the requested Application and provide over the UNI the parameters and configuration needed so that the Application Client can connect to the selected Cloudlet:
If necessary, the OP shall deploy the application image and create an instance on the selected Cloudlet,
The OP shall inform the application client of how to reach the Edge Application on the Cloudlet chosen (for example, a URL or IP address),
The UE shall be able to test the connectivity characteristic towards the selected Cloudlet.
An OP shall be able to inform Application Clients about QoS changes 
An OP shall be able to inform Application Clients about Edge Application Relocation events.
An OP shall be able to inform Application Clients about the new communication endpoints of the relocated edge Application Instance.
An Application Client may be able to provide the observed QoS reports to the OP over the UNI.
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[bookmark: _Ref71104793]Instantiation Strategy
The OP shall be able to request instantiation over the edge resources considering the Application Provider requirements and policies and the operator restrictions and preferences over the application instantiation:
An OP shall be able to request the static instantiation of the application on a specific edge node.
An OP shall be able to request the static instantiation of the application on all the available edge nodes.
An OP shall be able to determine the minimum amount of edge nodes to select for covering the footprint and onboarding requirements.
An OP shall be able to request dynamically the instantiation of an Edge Application based on a user's request.
If a dynamic instantion is considered necessary, the OP shall deploy the application image and create an instance on the selected Cloudlet.
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