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Background
The GSMA TSGIoT (Terminal Steering Group – IoT) would like to inform the GSMA Networks Group (NG) that in the publication of the latest versions of the following:

-	TS.34 IoT Device Connection Efficiency Guidelines, v9.0

-	TS.35 IoT Device Connection Efficiency Test Book, v5.0

[bookmark: _Hlk127135126]a requirement to TS.34 and associated test case to TS.35 for Handling of “Temporary” Mobility Management Reject causes will have been added. The absence of the requirement for handling “Temporary” Mobility Management Reject causes could cause over signalling in Networks.  

The new requirement both rations the number of retries after receiving temporary EMM/5GMM reject causes from the Network. Resets of the IoT device are also forbidden. 
Details
In TS.34 IoT Device Connection Efficiency Guidelines, v9.0 the following requirement will be added:
[bookmark: _Hlk127136937]TS.34_8.2.2_REQ_011 Handling of “Temporary” MM/GMM/EMM/5GMM Reject.
When the following “temporary” EMM/5GMM reject causes are received:
•	EMM Reject Cause #17 (Network Failure)
•	EMM Reject Cause #22 (Congestion)
•	EMM Reject Cause #40 (No EPC bearer context activated)
The RPM SHALL comply with the behaviour specified in references [19] [20] located in
section 1.7 of TS.34.

There is an expectation that the number of Reject Causes will be extended, and the extension could include 2G/3G reject causes.  

In TS.35 IoT Device Connection Efficiency Test Book v5 the following associated test case for REQ_011 will be added:
[bookmark: _Hlk127138241]TS.35_5.4_TC_019 for the purpose of testing the RPM correctly controls number of SW retries according to 3GPP and no reset occurs when Attach is rejected with any temporary Mobility Management cause listed in REQ_011.
Requested Action for GSMA NG:

The TSGIoT Group kindly requests that the NG through its expertise encourages the correct handling of “Temporary” MM/GMM/EMM/5GMM Reject in the industry by referencing requirement REQ_011 and its associated test case 5.4_TC_019.  

As the TC progresses into the certification forums and other adoption routes the TSGIoT will update the NG of the adoption status.  
Response request by:
Any feedback and clarification are welcomed but no specific date is requested for a response. 
Contacts
In case of any further questions and/or feedback to this Liaison Statement, please contact Paul Gosden [paul.gosden@gsma.com]. 
NEXT TSG MEETINGS: 
TSG#51	7th to 9th March 2023 Paris hosted by Orange
TSG#52	13th to 15th June 2023 Bangkok hosted by AIS
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