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In last meeting, the not approved REQs for OS-centric/Modem-centric had been removed, to form a clean version for TS.62. This CR propose some REQs for OS-centric in section 3.3, which refer to the approved REQs in Section 3.1.
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2.1 Requirements for UE
2.2 Requirements for Modem-centric UE
……
2.3 Requirements for OS-Centric UE
2.3.1 5G Application requirements
	TS62_3.2.1_REQ_001
	An application SHOULD indicate its preferred traffic descriptor value(s) as specified in [4] in network connection requests.
Minimum Applicability: OS-Centric Type 1 UE



2.3.2 5G OS requirements
	TS62_3.2.2_REQ_00x
	[bookmark: _GoBack]The URSP rule matching logic in OS SHALL implement the URSP association mechanism as defined in 3GPP specification [4].
Minimum Applicability: OS-Centric Type 1 UE, OS-Centric Type 2 UE

	
	

	
	

	
	



2.3.3 5G Modem requirements
	TS62_3.2.3_REQ_001
	The Modem SHALL be able to receive URSP rules from the network as per the 3GPP specifications [3]-[4].

	TS62_3.2.3_REQ_002
	

	
	

	
	



2.3.4 Requirements on TD security
	TS62_3.2.4_REQ_001
	The OS SHALL ensure that an application requesting access to a traffic category other than the default Internet traffic category is qualified to access it.

Note: The qualification rule and process is OS-specific and is outside the scope of this document.
Minimum Applicability: OS-Centric Type 1 UE

	TS62_3.2.4_REQ_002
	The OS SHOULD provide a means for the user to allow and disallow access, per application, to traffic categories other than the default Internet traffic category.

Note: The means by which the OS surfaces the choice to the user is OS-specific.
Minimum Applicability: OS-Centric Type 1 UE

	TS62_3.2.4_REQ_003
	When a URSP rule with "Application descriptors" TD component as defined in [2] is being evaluated for applicability, the OS SHALL ensure that the application information being matched against that TD component is associated with the application that requested the network connection.
Minimum Applicability: OS-Centric Type 1 UE
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