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93.1.1.3 Default PDU Session establishment - Unsuccessful (UICC Not Provisioned for IMS)
Description
When a non-provisioned UICC is used in an IMS enabled device on a VxNR network, the device shall handle IMS DNN PDU Session establishment rejections correctly.
Related core specifications
3GPP TS 23.228, TS 24.229, TS 33.203, TS 24.501, TS.23.501
GSMA NG.114
Reason for test
To confirm the DUT behaves correctly when receiving PDU Session establishment reject for IMS DNN.
Initial configuration
DUT and Network support 5G NR Option 2
Network support 5G and 4G RAN
IMS PDU Session type is configured with IPv4v6.
DUT is in offline mode (Flight mode enabled / powered off).
UICC used for this test is not IMS provisioned.
DUT usage setting is “data centric “

[bookmark: _Hlk127101715]
	-
	Test procedure
	Expected behaviour

	1
	Bring DUT online so it initiates initial registration procedures.

	At DUT, check NAS protocol messages:
- DUT sends REGISTRATION REQUEST 
-DUT sends UE Capability Information containing “voiceOverNR” 
- Network sends REGISTRATION ACCEPT with “IMS voice over PS session supported over 3GPP access = 1” – supported

	2
	Observe that PDU session establishment process occurs on DUT.
	At DUT, check NAS protocol messages:
- DUT requests a PDU session establisment connection to the “IMS” DNN since the network indicates supporting VxNR.
- Network sends PDU SESSION ESTABLISHMENT REQUEST
Check within the PDU SESSION ESTABLISHMENT REJECT message if Back-off timer is included.
Back-off Timer included:
Timer included (not deactivated or zero):
- DUT shall start back-off timer according to the value in T3396 and make a further PDU SESSION ESTABLISHMENT REQUEST message to the same IMS DNN only when the timer has expired.  Before back-off timer expiry, confirm DUT is camping to the network but without a VxNR registration.

Timer included (set to deactivated):
- DUT shall not make any further PDU SESSION ESTABLISHMENT REQUESTs until it is restarted or the SIM is removed.  

Timer included (set to zero):
- DUT may send a PDU SESSION ESTABLISHMENT REQUEST message to the same IMS DNN (depending on device implementation).

Back-off timer NOT included:  
Timer not included: Rejected with #8, #27, #32 or #33.
- DUT shall start back-off timer with a default value of 12 minutes and make a further PDU SESSION ESTABLISHMENT REQUEST to the same IMS DNN only when the timer has expired.  Before back-off timer expiry, confirm DUT is camping to the network but without a VxNR registration.

Timer not included: Rejected with any other cause:
- DUT may send a “PDN CONNECTIVITY REQUEST” message to the same IMS APN (depending on device implementation). 

N.B Some operators request the manufacturer to implement a specific timer value for their network rather than using the default timer value in the reject cause message. Please check with the network under test if no timer is included in the reject cause message.

	43
	Check the VxNR service indication (If supported in DUT customization).
	DUT correctly displays an icon to indicate it is registered for 5G services but not VxNR icon.

	94
	At DUT, receive MT SMS
	SMS is received over NAS
(If the network is not supporting SMS over NAS, then the SMS procedure will fail).
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