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What are the reasons for and benefits of creating this new document or Change Request?
In last meeting, the not approved REQs for OS-centric and Modem-centric had been removed, inorder to form a clean version for TS.62. This CR propose some additional new REQs for Modem-centric in section 3.2.
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2.1 Requirements for UE
2.1.1 5G Application requirements
2.1.2 5G UE requirements
……
2.2 Requirements for Modem-Centric UE
2.2.1 5G Application requirements
……
2.2.2 5G OS requirements
	TS62_3.2.2_REQ_00x	Comment by Paul Gosden: Approved in TSGNS#23
	When an application requests a network connection, the OS SHALL pass the available application information corresponding to traffic descriptor components to the modem.
Minimum Applicability: Modem-Centric Type 1 UE

	TS62_3.2.2_REQ_00x	Comment by Paul Gosden: This requirement will need additional information as per the note before it can be approved.
	When the OS requests a network connection, it SHALL pass the available information corresponding to traffic descriptor components to the modem.
Minimum Applicability: Modem-Centric Type 2 UE
Note: How the OS determines the information corresponding to traffic descriptor components is up to implementation.




2.2.3 5G Modem requirements
	
	


	TS62_3.2.3_REQ_00x	Comment by Paul Gosden: Approved TSGNS#23
	The modem SHALL be able to receive information corresponding to traffic descriptor components from the OS / MCU.
Minimum Applicability: Modem-Centric Type 1, Modem-Centric Type 2 and  Modem-Centric Type 3 UE

	
	




2.2.4 Requirements on TD security
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