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GSMA Operator Platform API Group (OPAG) thanks 3GPP SA6 for the LS on the purpose of federation id and how it is used in E/WBI interactions.
2 Feedback to 3GPP SA6
The federation id is an identifier which uniquely identifies an Operator Platform (OP) instance among the federating OPs. The East-Westbound Interface APIs (v2.0) from GSMA OPAG specifies exchange of the federation id in the E/WBI interactions to enable the identification of the telco in charge of a given OP instance. Before establishing the federation, the operators are expected to exchange their federation id with each other using the procedures beyond the scope of the E/WBI APIs (v2.0). 
The federation id represents an OP instance under the operational ownership of a telco. That implies that if there are N number of federating telcos then there will be N number of federation ids representing each of them.
Also, a separate federation context identifier which represents the directional relationship between the two OPs say OP-A and OP-B, is defined in the E/WBI APIs (v2.0). If the two OPs intends to share their resources with each other then there will be two federation context identifiers to represent the two directional relationships i.e., from OP-A to OP-B and OP-B to OP-A. The federation context identifier is assigned by the Partner OP (e.g., OP-B) when the Originating OP (e.g., OP-A) initiate a federation create request towards OP-B.  
The mechanisms to manage the generation and assignment of the federation id to an OP instance are for further studies. The federation id is made optional in the upcoming release of the East-Westbound Interface APIs from GSMA OPAG, Also, as explained above, federation IDs are exchanged prior to establishing the federation, their inclusion in the create federation request and response was thus providing little added value.
3 Conclusion and actions
GSMA OPAG kindly request 3GPP SA6 to take the feedback into account as described above. 

4 Next OPAG meetings
Weekly virtual meetings
18-19 October 2023, hybrid meeting in London, UK. 
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